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FIG. 9
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CHANNEL-SOUNDING METHOD USING A
PLURALITY OF ANTENNAS, AND
APPARATUS FOR SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application a continuation of U.S. patent application
Ser. No. 13/258,428, filed on Sep. 21, 2011, currently pend-
ing, which is the National Stage filing under 35 U.S.C. 371 of
International Application No. PCT/KR2010/001753, filed on
Mar. 22, 2010, which claims the benefit of U.S. Provisional
Application Ser. No. 61/187,285, filed on Jun. 16, 2009,
61/178,818, filed on May 15, 2009, and 61/162,323, filed on
Mar. 22, 2009, the contents of which are all hereby incorpo-
rated by reference herein in their entirety.

TECHNICAL FIELD

The present invention relates to a wireless communication
system. Particularly, the present invention relates to a channel
sounding method using a plurality of antennas and an appa-
ratus for the same.

BACKGROUND ART

A 3rd Generation Partnership Project Long Term Evolu-
tion (3GPP LTE) communication system, which is an
example of a mobile communication system to which the
present invention may be applied, will now be described in
brief.

FIG.1 is a diagram schematically showing a network struc-
ture of an Evolved Universal Mobile Telecommunications
System (E-UMTS) as an exemplary mobile communication
system. The E-UMTS system has evolved from the conven-
tional UMTS system and basic standardization thereof is
currently underway in the 3GPP. The E-UMTS may be gen-
erally referred to as a Long Term Evolution (LTE) system. For
details of the technical specifications of the UMTS and
E-UMTS, refer to Release 7 and Release 8 of “3rd Generation
Partnership Project; Technical Specification Group Radio
Access Network”.

Referring to FIG. 1, the E-UMTS includes a User Equip-
ment (UE) 120, eNBs (or eNode Bs or base stations) 110a and
1104, and an Access Gateway (AG) which is located at an end
of'a network (E-UTRAN) and connected to an external net-
work. The eNBs may simultaneously transmit multiple data
streams for a broadcast service, a multicast service, and/or a
unicast service.

One or more cells may exist per eNB. A cellis settouse one
of bandwidths of 1.25, 2.5, 5, 10, and 20 MHz to provide a
downlink or uplink transport service to several UEs. Different
cells may be set to provide different bandwidths. The eNB
controls data transmission and reception for a plurality of
UEs. The eNB transmits downlink scheduling information
with respect to downlink data to notify a corresponding UE of
a time/frequency domain in which data is to be transmitted,
coding, data size, and Hybrid Automatic Repeat and reQuest
(HARQ)-related information. In addition, the eNB transmits
uplink scheduling information with respect to UL data to a
corresponding UE to inform the UE of an available time/
frequency domain, coding, data size, and HARQ-related
information. An interface for transmitting user traffic or con-
trol traffic may be used between eNBs. A Core Network (CN)
may include the AG, a network node for user registration of
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the UE, and the like. The AG manages mobility of a UE on a
Tracking Area (TA) basis, wherein one TA includes a plural-
ity of cells.

Although wireless communication technology has been
developed up to LTE based on Wideband Code Division
Multiple Access (WCDMA), the demands and expectations
of'users and providers continue to increase. In addition, since
other wireless access technologies continue to be developed,
new technology is required to secure competitiveness in the
future. For example, decrease of cost per bit, increase of
service availability, flexible use of a frequency band, simple
structure, open interface, and suitable power consumption by
a UE are required. Recently, standardization of a new tech-
nology subsequent to LTE (Release 8/9) is in progress in the
3GPP. In this specification, the technology is referred to as
“LTE-Advanced” or “LTE-A” (Release 10 or beyond).

DISCLOSURE
Technical Problem

An object of the present invention devised to solve the
problem lies in providing a channel sounding method using a
plurality of antennas in a wireless communication system and
an apparatus for the same.

Objects of the present invention are not limited to those
described above and other objects will be clearly understood
by those skilled in the art from the following description.

Technical Solution

In one aspect of the present invention, the object of the
present invention can be achieved by providing a method for
a User Equipment (UE) to transmit a Sounding Reference
Signal (SRS) using a plurality of antennas in a wireless com-
munication system, the method including acquiring specific
information for discriminating between a first antenna group
and a second antenna group among the plurality of antennas,
the first antenna group including one or more antennas which
are set in a turn-on state for communication with an eNode B
and the second antenna group including one or more other
antennas which are set in a turn-off state, transmitting an SRS
to the eNode B through the second antenna group when a
preset condition is satisfied with the second antenna group
being set in a turn-off state, and setting the second antenna
group in a turn-off state after transmitting the SRS.

In another aspect of the present invention, provided herein
is a User Equipment (UE) including a plurality of antennas, a
Radio Frequency (RF) unit configured to transmit and receive
awireless signal to and from an eNode B through the plurality
of antennas, a memory for storing information transmitted
and received to and from the eNode B and a parameter
required for operation ofthe UE, and a processor connected to
the RF unit and the memory, the processor being configured
to control the RF unit and the memory, the processor being
configured to perform a Sounding Reference Signal (SRS)
transmission method including acquiring specific informa-
tion for discriminating between a first antenna group and a
second antenna group among the plurality of antennas, the
first antenna group including one or more antennas which are
set in a turn-on state for communication with the eNode B and
the second antenna group including one or more other anten-
nas which are set in a turn-off state, transmitting an SRS to the
eNode B through the second antenna group when a preset
condition is satisfied with the second antenna group being set
in a turn-off state, and setting the second antenna group in a
turn-off state after transmitting the SRS.
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Here, the second antenna group may include antennas in
which an Antenna Gain Imbalance (AGI) has occurred.

Here, whether or not the specific condition may be satisfied
is determined based on whether or not a first duration for
transmitting the SRS has elapsed and the first duration may be
set to be longer than a second duration for SRS transmission
through the first antenna group. In this case, the first duration
may be set as a multiple of the second duration.

Here, an SRS may be transmitted to the eNode B through
all antennas provided for the UE when the preset condition is
satisfied.

Here, whether or not the specific condition is satisfied may
be determined based on whether or not an SRS request for the
second antenna group has been received from the eNode B. In
this case, the SRS request for the second antenna group may
be performed through 1.1/1.2 control signaling.

Advantageous Effects

According to the embodiments of the present invention, it
is possible to efficiently perform channel sounding using a
plurality of antennas in a wireless communication system.

Advantages of the present invention are not limited to those
described above and other advantages will be clearly under-
stood by those skilled in the art from the following descrip-
tion.

DESCRIPTION OF DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention and are incor-
porated in and constitute a part of this application, illustrate
embodiments of the invention and together with the descrip-
tion serve to explain the principle of the invention.

In the drawings:

FIG. 1 illustrates a network structure of an E-UMTS as an
exemplary mobile communication system;

FIG. 2 illustrates structures of a control plane and a user
plane of a radio interface protocol between a UE and E-UT-
RAN based on the 3GPP radio access network standard;

FIG. 3 illustrates physical channels used in a 3GPP system
and a general signal transmission method using the same;

FIG. 4 illustrates the structure of a radio frame used in an
LTE system;

FIG. 5 illustrates the structure of an uplink subframe used
in an LTE system;

FIG. 6 illustrates a procedure for performing channel
sounding in the case where closed-loop antenna selection is
applied in an LTE system;

FIG. 7 illustrates a method for multiplexing Sounding Ret-
erence Signals (SRSs) in a Code Division Multiplexing
(CDM) manner according to an embodiment of the present
invention;

FIG. 8 illustrates a method for multiplexing SRSs in a
Frequency Division Multiplexing (FDM) manner according
to an embodiment of the present invention;

FIG. 9 illustrates SRSs in a CDM/FDM manner according
to an embodiment of the present invention;

FIGS. 10 to 13 illustrate an example in which SRS
resources are allocated in a disjoint manner for each antenna
according to an embodiment of the present invention;

FIGS. 14 and 15 illustrate an example in which a plurality
of SRS transmission symbols is configured in a subframe
according to an embodiment of the present invention;

FIG. 16 illustrates a procedure for performing channel
sounding according to an embodiment of the present inven-
tion; and
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FIG. 17 is a block diagram illustrating a Base Station (BS)
and a User Equipment (UE) according to an embodiment of
the present invention.

BEST MODE

The above and other configurations, operations, and fea-
tures of the present invention will be easily understood from
embodiments of the present invention, which are described
below with reference to the accompanying drawings. The
embodiments described below are examples in which the
features of the present invention are applied to a 3GPP sys-
tem.

FIG. 2 is a diagram showing structures of a control plane
and a user plane of a radio interface protocol between a UE
and E-UTRAN based on the 3GPP radio access network
standard. The control plane refers to a path used for transmit-
ting control messages which are used in the UE and the
network to manage a call. The user plane refers to a path used
for transmitting data generated in an application layer, e.g.,
voice data or Internet packet data.

A physical (PHY) layer of a first layer provides an infor-
mation transfer service to an upper layer using a physical
channel. The PHY layer is connected to a Medium Access
Control (MAC) layer of an upper layer via a transport chan-
nel. Data is transported between the MAC layer and the PHY
layer via the transport channel. Data is also transported
between a physical layer of a transmitting side and a physical
layer of a receiving side via a physical channel. The physical
channel uses time and frequency as radio resources. Specifi-
cally, the physical channel is modulated using an Orthogonal
Frequency Division Multiple Access (OFDMA) scheme in
downlink and is modulated using a Single-Carrier Frequency
Division Multiple Access (SC-FDMA) scheme in uplink.

A Medium Access Control (MAC) layer of a second layer
provides a service to a Radio Link Control (RLC) layer of an
upper layer via alogical channel. The RL.C layer of the second
layer supports reliable data transmission. The function of the
RLC layer may be implemented by a functional block within
the MAC. A Packet Data Convergence Protocol (PDCP) layer
of the second layer performs a header compression function
to reduce unnecessary control information for efficient trans-
mission of an Internet Protocol (IP) packet such as IPv4 or
IPv6 in a radio interface having a relatively narrow band-
width.

A Radio Resource Control (RRC) layer located at the bot-
tommost portion of a third layer is defined only in the control
plane. The RRC layer controls logical channels, transport
channels, and physical channels in relation to configuration,
re-configuration, and release of radio bearers. The radio
bearer refers to a service provided by the second layer to
transmit data between the UE and the network. To this end,
the RRC layer of the UE and the RRC layer of the network
exchange RRC messages. The UE is in an RRC connected
mode if an RRC connection has been established between the
RRC layer of the radio network and the RRC layer of the UE.
Otherwise, the UE is in an RRC idle mode. A Non-Access
Stratum (NAS) layer located at an upper level of the RRC
layer performs functions such as session management and
mobility management.

One cell of the eNB is set to use one of bandwidths such as
1.25, 2.5, 5, 10, 15, and 20 MHz to provide a downlink or
uplink transmission service to UEs. Different cells may be set
to provide different bandwidths.

Downlink transport channels for data transmission from
the network to the UE include a Broadcast Channel (BCH) for
transmitting system information, a Paging Channel (PCH) for
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transmitting paging messages, and a downlink Shared Chan-
nel (SCH) for transmitting user traffic or control messages.
User traffic or control messages of a downlink multicast or
broadcast service may be transmitted through the downlink
SCH or may be transmitted through an additional downlink
Multicast Channel (MCH). Meanwhile, uplink transport
channels for data transmission from the UE to the network
include a Random Access Channel (RACH) for transmitting
initial control messages and an uplink SCH for transmitting
user traffic or control messages. Logical channels, which are
located at an upper level of the transport channels and are
mapped to the transport channels, include a Broadcast Con-
trol Channel (BCCH), a Paging Control Channel (PCCH), a
Common Control Channel (CCCH), a Multicast Control
Channel (MCCH), and a Multicast Traffic Channel (MTCH).

FIG. 3 is a diagram showing physical channels used in a
3GPP system and a general signal transmission method using
the same.

A UE performs an initial cell search operation such as
establishment of synchronization with an eNB when power is
turned on or the UE enters a new cell (S301). The UE may
receive a Primary Synchronization Channel (P-SCH) and a
Secondary Synchronization Channel (S-SCH) from the eNB,
establish synchronization with the eNB, and acquire informa-
tion such as a cell identity (ID). Thereafter, the UE may
receive a physical broadcast channel from the eNB to acquire
broadcast information within the cell. Meanwhile, the UE
may receive a Downlink Reference Signal (DL RS) in the
initial cell search step to confirm a downlink channel state.

Upon completion of the initial cell search, the UE may
receive a Physical Downlink Control Channel (PDCCH) and
a Physical Downlink Shared Channel (PDSCH) according to
information included in the PDCCH to acquire more detailed
system information (S302).

Meanwhile, if the UE initially accesses the eNB or if radio
resources for signal transmission are not present, the UE may
perform a random access procedure (steps S303 to S306) with
respect to the eNB. To this end, the UE may transmit a specific
sequence through a Physical Random Access Channel
(PRACH) as a preamble (steps S303 and S305), and receive a
response message to the preamble through the PDCCH and
the PDSCH corresponding thereto (steps S304 and S306). In
the case of a contention-based RACH, a contention resolution
procedure may be additionally performed.

The UE which performs the above procedures may receive
a PDCCH/PDSCH (S307) and transmit a Physical Uplink
Shared Channel (PUSCH)/Physical Uplink Control Channel
(PUCCH) (S308) according to a general uplink/downlink
signal transmission procedure. Control information transmit-
ted by the UE to the eNB through uplink or received by the UE
from the eNB through downlink includes a downlink/uplink
Acknowledgement/Negative ~ Acknowledgement (ACK/
NACK) signal, a Channel Quality Indicator (CQI), a Precod-
ing Matrix Index (PMI), a Rank Indicator (RI), and the like. In
the case of the 3GPP LTE system, the UE may transmit the
control information such as CQI/PMI/RI through the PUSCH
and/or the PUCCH.

FIG. 4 is a diagram showing the structure of a radio frame
used in an LTE system.

Referring to FIG. 4, the radio frame has a length of 10 ms
(327200T,) and includes 10 subframes each having the same
size. Each of the subframes has a length of 1 ms and includes
two slots. Each of the slots has a length of 0.5 ms (15360T ).
Inthis case, T, denotes a sampling time, and is represented by
T=1/(15 kHzx2048)=3.2552x107% (about 33 ns). Each slot
includes a plurality of OFDM symbols in a time domain and
includes a plurality of Resource Blocks (RBs) in a frequency
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domain. Inthe LTE system, one RB includes 12 subcarriersx7
(or 6) OFDM symbols. A Transmission Time Interval (TTT)
which is a unit time for data transmission may be determined
in units of one or more subframes. The above-described struc-
ture of the radio frame is purely exemplary and various modi-
fications may be made in the number of subframes included in
a radio frame, the number of slots included in a subframe, or
the number of OFDM symbols included in a slot.

FIG. 5 is a diagram illustrating the structure of an uplink
subframe used in an LTE system.

As shown in FIG. 5, a 1 ms subframe 500, which is a basic
unit of uplink transmission of LTE, includes two 0.5 ms slots
501. Assuming that it has a normal Cyclic Prefix (CP) length,
eachslotincludes 7 symbols 502 and one symbol corresponds
to one SC-FDMA symbol. A resource block 503 is a resource
allocation unit which corresponds to 12 subcarriers in the
frequency domain and corresponds to one slot in the time
domain. A structure of an uplink subframe of LTE is mainly
divided into a data area 504 and a control area 505. Here, the
data area is a series of communication resources that are used
to transmit data such as audio or a packet to each UE and
corresponds resources other than the control area in the sub-
frame. The control area is a series of communication
resources that are used to transmit a downlink channel quality
report, an ACK/NACK to a downlink signal, an uplink sched-
uling request, or the like from each UE.

As shown in the example of FIG. 5, a Sounding Reference
Signal (SRS)is transmitted in an interval within a subframe in
which the last SC-FDMA symbol in the subframe is located in
the time domain and is transmitted through a data transmis-
sion band in the frequency domain. SRSs of a number of UEs
that are transmitted through the last SC-FDMA symbol of the
same subframe can be discriminated from each other accord-
ing to the frequency location/sequence. SRS generation,
physical resource mapping, multiplexing methods, resource
allocation, and the like are described below in detail with
reference to the 3GPP LTE (Release 8).

An SRS is constructed of a Constant Amplitude Zero Auto
Correlation (CAZAC) sequence. SRSs transmitted from a
number of UEs are CAZAC sequences (] RS(n):ru,v(“)(n))
having different cyclic shift values (o) according to the fol-
lowing Expression 1.

_ zﬂngfes [Expression 1]

8

Here, ny,.* is a value set for each UE by the higher layer
and has an integer value between 0 and 7.

Each CAZAC sequence generated from one CAZAC
sequence through cyclic shifting has a zero correlation with
other CAZAC sequences having cyclic shift values different
from its cyclic shift value. Using these characteristics, SRSs
of'the same frequency region can be discriminated according
to the sequence CAZAC sequence cyclic shift values. An SRS
of'each UE is allocated to a frequency according to a param-
eter that is set by the eNode B. The UE performs frequency
hopping of the SRS to allow the SRS to be transmitted over
the overall uplink data transfer bandwidth.

A detailed method for mapping physical resources for
transmitting an SRS in an LTE system is described below.
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First, each SRS sequence r***(n) is multiplied by Pz in
order to satisfy transmission power P*** and then the SRS
sequences, starting from an SRS sequence r**%(0), are
sequentially mapped to Resource Elements (REs) whose
index is (k, 1) according to the following Expression 2.

MRS, [Expression 2]

sc,b

Psrsr™S ) k=01, ..., -1
A2+ L =

0 otherwise

Here, k, indicates a frequency region start point of the SRS
and MSC,bRS is the length (i.e., bandwidth) of an SRS sequence
represented in units of subcarriers as defined in the following
Expression 3.

M,

sc,bRS:mSRs,szcRB/ 2 [Expression 3]

In Expression 3, ms , is a value signaled from an eNode
B according to an uplink bandwidth N, as shown in the
following Tables 1 to 4.

A cell specific parameter Cq,¢ which is an integer value
between 0 and 7 and a UE specific parameter Bz which is an
integer value between 0 and 3 are required to acquire mgyg .
The values of C¢xc and B, s are given by the higher layer.

TABLE 1

b"? =0, 1,2, 3, values for the uplink bandwidth
of 6 = Npp™ = 40.

SRS SRS- SRS- SRS- SRS-

bandwidth Bandwidth ~ Bandwidth ~ Bandwidth  Bandwidth
configuration Bszrs=0 Bsgs=1 Bsrs=2 Bsgs=3
Csrs Mgsrs, » N Mgrs, » N Mgrs, » N Mgsrs, » N
0 36 1 12 3 4 3 4 1
1 32 1 16 2 8 2 4 2
2 24 1 4 6 4 1 4 1
3 20 1 4 5 4 1 4 1
4 16 1 4 4 4 1 4 1
5 12 1 4 3 4 1 4 1
6 8 1 4 2 4 1 4 1
7 1 4 1 4 1 4 1
TABLE 2
bop=0,1,2, 3, values for the uplink bandwidth
of 40 <Nzz% =< 60.

SRS SRS- SRS- SRS- SRS-
bandwidth Bandwidth ~ Bandwidth ~ Bandwidth  Bandwidth

configuration Bope=0 Bepe=1 Bope=2 Bege=

Csrs Msrs, o No Mgps, 1 Ny Mgrs, 2 N, Mgsrs, 3 N3

0 48 1 24 2 12 2 4 3
1 48 1 16 3 8 2 4 2
2 40 1 20 2 4 5 4 1
3 36 1 12 3 4 3 4 1
4 32 1 16 2 8 2 4 2
5 24 1 4 6 4 1 4 1
6 20 1 4 5 4 1 4 1
7 16 1 4 4 4 1 4 1
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8
TABLE 3

bop=0,1,2, 3, values for the uplink bandwidth
of 60 < Npp"~ = 80.

SRS SRS- SRS- SRS- SRS-
bandwidth Bandwidth ~ Bandwidth ~ Bandwidth  Bandwidth
configuration Bsrs=0 Bgrs=1 Bors=2 Bgrs=3
Csrs Mgps o No Mgrs 1 Ny Mgrg> Np Mersz N
0 72 1 24 3 12 2 4 3
1 64 1 32 2 16 2 4 4
2 60 1 20 3 4 5 4 1
3 48 1 24 2 12 2 4 3
4 48 1 16 3 8 2 4 2
5 40 1 20 2 4 5 4 1
6 36 1 12 3 4 3 4 1
7 32 1 16 2 8 2 4 2
TABLE 4
bop=0,1,2, 3, values for the uplink bandwidth
of 80 < NgptF = 110.
SRS SRS- SRS- SRS- SRS-
bandwidth Bandwidth ~ Bandwidth ~ Bandwidth  Bandwidth
configuration Bszrs=0 Bsgs=1 Bsrs=2 Bsgs=3
Csrs Mggs, 0 No Mggs, 1 N, Mggs, 2 N, Mggs, 3 N,
0 96 1 48 2 24 2 4 6
1 96 1 32 3 16 2 4 4
2 80 1 40 2 20 2 4 5
3 72 1 24 3 12 2 4 3
4 64 1 32 2 16 2 4 4
5 60 1 20 3 4 5 4 1
6 48 1 24 2 12 2 4 3
7 48 1 16 3 8 2 4 2

As described above, the UE may perform frequency hop-
ping of the SRS to allow the SRS to be transmitted over the
overall uplink data transfer bandwidth. This frequency hop-
ping is set by a parameter b, ,, having a value of 0 to 3 that is
given by the higher layer.

When the frequency hopping of the SRS is disabled (i.e.,
when b, 2B %), the frequency position index n,, has a spe-
cific value as shown in the following Expression 4. In Expres-
sion 4, Ny~ 1s a parameter given by the higher layer.

1= 4ppc/msps ] mod Ny, [Expression 4]

On the other hand, when the frequency hopping of the SRS
is enabled (i.e., when b, >Bgs), the frequency position
index n, is defined according to the following Expressions 5
and 6. In Expression 4, ngzz~ is a parameter given by the
higher layer.
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|4ngrrc/msgs pJmod Np b= bhop [Expression 5]
B {Fb(”SRS) + |_4nRRC/m5R5,bJ}m0d Ny otherwise
b b [Expression 6]
ngps mod 1_[ Ny ngps mod 1_[ Ny
¥ =byp B =bpy )
(Np/2) P} + ; = if N, even
= [T Ny IT Ny
Fi(nsgs) Wby W
b-1
LNy/2 1| s/ ]_[ Ny if N, odd
b =bp
. . 15
Here, ngs is a parameter for calculating the number of TABLE 5-continued
times an SRS has been transmitted as is defined in the follow-
ing Expression 7. UE Specific SRS Periodilcity Tsrs and Subframe
Offset Configuration T_ g, FDD.
20 SRS Configuration SRS Periodicity SRS Subframe
e Toger [Expression 7] Index Lgzs Tsrs (ms) Offset T .,
INgpns +2(Nsp — 1)[—J + {—J
Rsgs = 104 Toftser_mar 317-636 320 Ips - 317
Ly X 10 + [ /2] T . 637-1023 reserved reserved
25
for 2 ms SRS periodicity of TDD frame structure otherwise TABLE 6
Here, Tz denotes a period of the SRS and T, denotes UE Specific SRS Periodicity Tggs and Subframe
a subframe offset of the SRS. In addition, n, denotes a slot Offset Configuration T .., TDD.
number and n,denotes a frame number. 30
. . Lo . . Configuration SRS Periodicity SRS Subframe
UE specific SRS setting indices I for setting the period Index Igzs Ters (ms) Offset T e
Tsgs and the subframe offset T, ., of the SRS are shown in
. . 0 2 0,1
the following Tables 5 and 6 respectively for FDD and TDD. 1 5 0.2
3 2 2 1,2
TABLE 5 3 2 0,3
4 2 1,3
. s 5 2 0,4
UE Specific SRS Periodicity Tgzs and Subframe 5 5 La
Offset Configuration T, 4., FDD. 7 5 2’ 3
) o 8 2 2,4
SRS Configuration SRS Periodicity SRS Subframe 40 9 5 34
Index Lgps Tsrs (ms) Offset T ., 10-14 3 Logs— 10
15-24 10 Ligs— 15
0-1 2 Lsrs 25-44 20 Lops - 25
2-6 5 Lers—2 45-84 40 Isps— 45
7-16 10 Lrs=7 85-164 80 Isrs— 85
17-36 20 Lsrs— 17 45 165-324 160 Isrs— 165
37-76 40 Lsrs— 37 325-644 320 Isrs — 325
77-156 80 Tsps— 77 645-1023 reserved reserved
157-316 160 Lgps— 157
TABLE 7
ksrs, TDD
subframe index n
1 6
1st symbol 2nd symbol 1st symbol 2nd symbol

0 ofUpPTS of UpPTS 2 3 4 5 ofUpPTS ofUpPTS 7 8

kogs il case 0 1 2 3 4 5 6 7 8
UpPTS length

of 2 symbols

kogs il case 1 2 3 4 6 7 8
UpPTS length

of 1 symbol
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FIG. 6 illustrates a method for transmitting an SRS for each
antenna when antenna selection is applied in an LTE system.
In a conventional LTE system, a UE applies an open-loop
antenna selection or closed-loop antenna selection scheme to
switch single power amplifier output or single antenna trans-
mission based on single RF power amplifier chain for a plu-
rality of physical antennas (for example, 2 physical antennas)
in the time resource region when performing uplink transmis-
sion.

Specifically, FIG. 6 illustrates an example in which an SRS
is transmitted using a closed-loop selection transmission
method. More specifically, FIG. 6 illustrates an example in
which a frequency resource region is allocated to an SRS for
each antenna at the timing of SRS transmission in the case
where an SRS band smaller than the entire system band is
applied and SRS hopping is applied. In the case where SRS
hopping is not applied, an SRS is transmitted alternately
using each individual antenna at the position of transmission
and the same SRS band for each individual SRS transmission
time. Unlike this method, an uplink transmission entity (i.e.,
a UE or a relay node) such as an LTE-A UE can perform
uplink transmission to a plurality of antennas while having a
plurality of transmission antennas and a plurality of RF power
amplifier chains. If it is assumed in this situation that the
method of transmitting an SRS for each individual antenna
described above is applied as an SRS transmission method,
there is a problem in that it is necessary to turn off a power
amplifier of an antenna which does not transmit an SRS in one
or more SRS transmission symbols (for example, OFDM
symbols or SC-FDMA symbols) in a subframe in an LTE-A
system to which a simultaneously transmission scheme
which uses a plurality of RF power amplifier chains and a
plurality of antennas is applied. In addition, there may also be
a problem in that the transmission power of an antenna for
transmitting an SRS is limited to 1/(the number of transmis-
sion antennas) relative to single antenna transmission power.
In the case of LTE, an arbitrary UE uses, for SRS transmis-
sion, the last symbol of a subframe at the time of SRS trans-
mission. In the LTE-A system, a plurality of symbols may be
used for SRS transmission and the positions of the symbols in
a subframe may be different from those in the case of the LTE
system although the same number and/or positions of SRS
transmission symbols as those of the LTE system may also be
applied to the LTE-A system. In addition, a method of con-
figuring SRS transmission and other uplink channel transmis-
sion in an LTE-A uplink transmission scheme which allows
non-contiguous RB  transmission and corresponding
PUSCH/PUCCH and PUCCH/PUCCH decoupling (or
simultaneous transmission of different channels) may also be
applied in a different manner from that of the LTE system. In
consideration of these facts, a method of transmitting an SRS
of each individual antenna, which is different from the con-
ventional SRS transmission method, may be defined in the
LTE-A system.

The present invention suggests a method of transmitting an
SRS for the purpose of channel sounding for performing
status information related measurement of channel(s) config-
ured for uplink transmission in a situation in which an uplink
transmission entity (i.e., a UE or a relay node) in the LTE-A
system can perform uplink transmission to a plurality of
antennas while having a plurality of transmission antennas
and a plurality of RF power amplifier chains. Suggestions of
the present invention can be applied to any mobile commu-
nication system in which uplink transmission is simulta-
neously performed through each individual antenna through a
plurality of RF power/signal amplifiers and a plurality of
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transmission antennas although the present invention has
been described with reference to an LTE-A system through-
out this specification.

Embodiment 1

Method of Multiplexing Individual SRSs that are
Generated in Units of Transmission Antennas (when
Precoding is not Applied to SRS) or in Units of
Transmission Layers (when Precoding is Applied to
SRS) in a Multi-Antenna Situation

{Technology Associated with Allocation of Parts Associ-
ated with SRS Resource Allocation in LTE}

The following is a summary of information items that are
associated with SRS transmission resource allocation to an
arbitrary UE in the conventional technology described above.

Transmission Comb k.

k. 1s a parameter used to derive a frequency region start
point of an SRS. One of 0 and 1 is used as an offset value
associated with “transmission comb”. This parameter is
defined as a UE-specific RRC parameter and is indicated
through UE-specific RRC signaling. The definition of k. is
described in section 5.5.3.2 of the 3GPP Technical Specifi-
cation (TS) 36.211.

Starting Physical Resource Block Allocation ngy~

Ngz s @ UE-specific RRC parameter indicating the fre-
quency domain position of an SRS and is indicated through
UE-specific RRC signaling. The definition of ngp. is
described in section 5.5.3.2 of the 3GPP TS 36.211.

SRS Transmission Duration: Single or Indefinite (Until
Impossible)

This information is defined as a UE-specific RRC param-
eter and is transmitted through UE-specific RRS signaling. In
the case where this parameter is set to “single”, an SRS is
transmitted only once and, in the case where this parameter is
setto “indefinite”, an SRS continues to be transmitted accord-
ing to the set configuration unless in a SRS transmission
disabled situation or unless corresponding signaling is
received.

SRS Configuration Index I ;. for SRS Periodicity and SRS
Subframe Offset T, .,

These information items are defined as UE-specific RRC
parameters and are transmitted through UE-specific RRC
signaling. Specifically, these parameters are information indi-
cating the transmission period of an SRS and an arbitrary
subframe offset. These information items are configured for
TDD as shown in Table 5 and are configured for FDD as
shown in Table 6. These parameters are described in section
8.2 of the 3GPP TS 36.211.

SRS Bandwidth Bgz <

This information is defined as a UE-specific RRC param-
eter and is transmitted through UE-specific RRS signaling. As
index information used to define an SRS bandwidth, this
parameter is specified as one of 0, 1, 2, and 3. This parameter
is used for physical resource mapping as described in section
5.5.3.2 of the 3GPP Technical Specification (TS) 36.211 in
the conventional technology described above.

Frequency Hopping Bandwidth b,,,,

This information is defined as a UE-specific RRC param-
eter and is transmitted through UE-specific RRS signaling. As
index information used to configure frequency hopping of an
SRS, this parameter is specified as one of 0, 1, 2, and 3. This
parameter is used for physical resource mapping as described
in section 5.5.3.2 of the 3GPP Technical Specification (TS)
36.211 in the conventional technology described above.
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Cyclic Shift ngz ™

This parameter is defined as a UE-specific RRC parameter
and is transmitted through UE-specific RRS signaling. As
index information of cyclic shift of a sequence used to gen-
erate an SRS sequence, this cyclic shift parameter is used as
orthogonal resources in code multiplexing of SRSs for a
number of UEs. This parameter is used to generate an SRS
code sequence as described in section 5.5.3.2 of the 3GPP
Technical Specification (TS)36.211 in the conventional tech-
nology described above.

Base Sequence Index

This information characterizes an SRS sequence together
with the cyclic shift when generating an SRS sequence. This
information is derived from a base sequence index of a
PUCCH.

In the LTE system, physical resource mapping and
resource allocation for SRSs of individual UEs are performed
based on the parameters described above. The most important
thing, which should be taken into consideration when design-
ing physical resource mapping and resource allocation for
uplink SRS transmission in the LTE-A system, is that the
LTE-A UE performs uplink transmission using a plurality of
transmission antennas at an arbitrary time using RF chains
and a plurality of power amplifiers while the LTE UE per-
forms uplink transmission through a single transmission
antenna at an arbitrary time using a single power amplifier.
The following are a summary of important design consider-
ations in main suggestions of the present invention, focusing
upon this fact.

Compared to a conventional LTE UE, an arbitrary LTE-A
UE is likely to increase the frequency of attempts to
perform SRS transmission for channel sounding for all
(physical) antennas of the UE over a full system band.
Therefore, delay may occur in association with full band
channel sounding for all uplink (physical) antennas and
a different delay condition may be applied when SRS
transmission of each layer or each individual antenna is
applied. This may impose limitation to acquisition of
optimal throughput gain when Doppler frequencies are
present in association with channel-dependent schedul-
ing of an eNode B.

In the case where the LTE-A inherits an LTE scheme in
which SRS transmission symbols are defined according
to a TDM scheme in which an SRS is transmitted in a
partial time region of an arbitrary subframe for the pur-
pose of channel sounding, symbols carrying a PUSCH
or a PUCCH and a symbol(s) carrying an SRS may be
discriminated from each other in a subframe. In this
situation, an SRS may be transmitted using a different
number of antennas from the number of transmission
antennas through which a PUSCH or a PUCCH is trans-
mitted. In this case, a power pooling situation in which
power of a series of transmission antennas which are
turned off is distributed to a transmission antenna(s) that
is turned on may occur when it is possible to turn some
transmission antennas on or off at boundaries between
PUSCH/PUCCH transmission symbols and SRS trans-
mission symbols. It takes time to perform such on/off
switching of power and/or signal amplifiers. To cope
with this situation, it is possible to define a series of
guard times using a series of time sample regions at the
last time sample interval of symbols prior to symbol
(e.g., OFDM or SC-FDMA symbol) boundaries
between an SRS transmission symbol(s) and PUSCH or
PUCCH transmission symbols in a subframe (or in a
symbol interval) or to define a series of guard times
using a series of time sample regions at start portions of
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symbols after the boundaries depending on the impor-
tance of the symbols. In the latter case, there may be no
need to define a separate guard time if a time sample
region of the guard time is defined in a cyclic shift
region. However, this scheme may cause overall
throughput degradation. Therefore, as a different
scheme, it is possible to consider an SRS reception mul-
tiplexing allocation scheme in which the number of
transmission antennas used for SRS transmission on an
arbitrary LTE-A UE is set to be as equal to the number of
transmission antennas used for PUSCH or PUCCH
transmission in a different symbol interval as possible
without defining such guard times. This can be taken
into account as one important consideration in some
suggestions of SRS transmission resource allocation or
multiplexing schemes according to the present inven-
tion.

One of the important considerations when a receiver of an
eNode B/cell performs uplink channel measurement
using an SRS in the case where a UE transmits an SRS
with suggested (or limited) UE transmission power is a
transmission Power Spectral Density (PSD) level in a
frequency region for an SRS transmission signal. Set-
tings associated with allocation of power for individual
SRS transmission while taking into consideration output
power of an arbitrary symbol when performing SRS
transmission resource allocation include setting of an
SRS transmission band and setting of the degree of
multiplexing in which Code Division Multiplexing
(CDM) and/or Frequency Division Multiplexing (FDM)
is implemented in an arbitrary frequency resource
region. In addition, another consideration that needs to
be made on an LTE-A UE is the number of uplink
transmission antennas that are simultaneously used.
That is, as the total number of SRS transmissions
required in a cell increases as an extended SRS trans-
mission procedure is required compared to the conven-
tional SRS transmission in a situation in which an
LTE-A UE supports transmission through multiple
antennas at an arbitrary transmission time, there is a
need to provide methods for providing a coverage in
association with SRSs similar to the coverage ofthe LTE
system and multiplexing and power allocation methods
for supporting reliable measurement of individual SRS
transmission. Another important consideration that
should be taken into account is whether or not an LTE-A
UE can perform antenna power pooling when perform-
ing multiple antenna transmission as described above.

The present invention suggests basic SRS multiplexing and

resource allocation methods for supporting the important
considerations in SRS design of the LTE-A described above.

Embodiment 1

Physical Resource Multiplexing for an SRS in an
SRS Transmission Subframe

In the case where another series of PUSCHs or PUCCHs is
transmitted in a subframe including an SRS transmission
symbol in an LTE-A system that supports multiple antenna
transmission based on the configuration of RF chains and
multiple power amplifiers, SRS transmission associated with
layers (or streams) or physical or logical antennas (or antenna
ports) that are used for PUSCHs or PUCCHs is performed
through SRS transmission symbol(s) allocated to a subframe
such as the channels (i.e., the PUSCHs or PUCCHs). As an
SRS multiplexing method for supporting this SRS transmis-
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sion, it is possible to consider CDM, FDM, or CDM/FDM in
an SRS transmission symbol in an arbitrary subframe.

A factor for determining the basic multiplexing capacity in
CDM is the number of available cyclic shifts in an SRS
sequence. The number of available cyclic shifts may be deter-
mined based on a relation between the length of a Cyclic
Prefix (CP) interval of a transport symbol (for example, an
OFDM symbol or an SC-FDMA symbol) and a delay spread
value of the channel. In one example, the number of available
cyclic shifts may be explicitly configured as an RRC param-
eter in a higher layer (i.e., the RRC layer) for all or part of the
cyclic shifts that are required for SRS transmission in an
arbitrary LTE-A UE and then may be signaled through UE-
specific RRC signaling. For some cyclic shifts, the number of
available cyclic shifts may be implicitly configured without
explicit signaling. As circumstances require, a base sequence
index, which is referred to as a root index, in an SRS sequence
may also be a factor for determining the multiplexing capac-
ity together with the cyclic shift. This scheme may be selec-
tively applied depending on the transmission mode of the UE
or the channel environment. The indication of the scheme
may be implicitly or indirectly set through a series of other
signaling information. It is also possible to define an explicit
signaling parameter for indicating the scheme.

FIG. 7 illustrates exemplary CDM for the case where an
SRS transmission symbol is the last of the transmission sym-
bols of a subframe in which an arbitrary LTE-A UE transmits
an SRS. Although FIG. 7 illustrates a situation in which SRSs
ofan LTE-A UE which are multiplexed ina CDM manner are
transmitted with a limited SRS transmission band, the SRS
transmission band may have a various size including the full
system band.

As a specific example, it is preferable that CDM be applied
to environments associated with UL coordinated multiple
point (CoMP) transmission and reception and UL/DL CoMP
and associated with LTE-A UEs rather than power-limited
environments from the viewpoint of UE transmission power
through power control due to high geometry. Indication of
cyclic shifts of the degree of application of code division (and
indication of base sequence indices associated with the total
or partial number of cyclic shifts requiring the base sequence
indices) may be additionally defined explicitly as an SRS
related RRC parameter in association with application of
CDM or CDM/FDM for SRSs that are to be transmitted by an
arbitrary UE that performs multiple antenna transmission
using multiple power amplifiers and/or RF chains. Here,
examples of the degree of application of code division include
a value associated with the number of code resource units to
be used for transmission. In addition, the number of code
resources that are used according to a UE MIMO transmis-
sion mode may be defined as a preset value. Alternatively, the
number of code resources may be defined as an explicit RRC
parameter and cyclic shift indices of the individual code
resources (or base sequence indices in addition to the cyclic
shift indices) and the remaining values may be implicitly
specified using a rule or a series of offsets using one explicitly
specified value.

As one factor for determining the degree of multiplexing in
an arbitrary SRS transmission symbol when applying the
FDM scheme, it is possible to consider an interval between
each subcarrier used for transmission in an arbitrary fre-
quency region, i.e., both a discrete comb mapping ratio
(which can also be referred to as a comb division ratio) and a
unit SRS transmission band allocated to an arbitrary UE. For
example, in the LTE, the discrete comb mapping ratio is set to
2 s0 as to be used for discriminating resources between full-
band soundings and sub-band soundings or for discriminating
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resource allocation between even subcarrier indices and odd
subcarrier indices. The SRS transmission band has also been
defined as respective values of various cases for each system
band in a table. In the LTE-A, it is also possible to apply an
increased discrete comb mapping ratio compared to the LTE
when taking into consideration the multiple antenna trans-
mission environment. For example, as 2*(the number of
transmission antennas) or 2*(the number of transmission lay-
ers), the comb division ratio may have a value of 2 or 4 in the
case of 2Tx and may have a value of 2, 4, 6, or 8 in the case of
4Tx. In the case where the comb division ratio is increased in
this manner or is 2, all or partial comb frequency offsets may
be used multiplexing of an SRS sequence of each antenna. In
association with the SRS transmission band, power of each
antenna of an arbitrary UE that supports multiple antenna
transmission may be reduced by an amount corresponding to
the number of the antennas compared to the single antenna or
antenna selection case. Therefore, in order to secure the cov-
erage of SRS transmission of each individual antenna (or
individual layer) or to support reliable measurement of the
same, it is possible to additionally define a smaller SRS
transmission band in an arbitrary system band than to the case
ofan LTE UE that performs single antenna transmission. That
is, it is possible to define smaller SRS transmission bands in
an arbitrary system band than the case where SRS transmis-
sion of the conventional LTE is possible and to add candidates
for the SRS transmission band with higher granularity than
the same case. As a scheme that can be applied independent of
this scheme or in addition to this scheme, it is possible to
specify candidates to be applied in the form of a subset of the
entire set of SRS transmission related parameters (including
the transmission band) configured through RRC parameters
for the case of multiple antenna transmission. The candidates
may be specified through designation of an uplink transmis-
sion mode (for example, UE-specific RRC signaling or [L1/1.2
control signaling). It is also possible to define and signal an
additional RRC parameter. Through these schemes, it is pos-
sible to maintain a subcarrier power spectral density (PSD)
level that is required from the viewpoint of measurement
quality or the coverage in association with SRS transmission
for each antenna or layer. One method, which can be applied
in parallel with or independent of this scheme, increases the
discrete comb mapping ratio for UEs, each having a plurality
of'transmission antennas or for all UEs in a cell (eNode B). In
this method, it is possible to relatively increase the power
spectral density (PSD) of physical resources (i.e., subcarriers
or resource elements (REs)) by reducing, in the frequency
domain, the density of physical resources to which power
allocated to an arbitrary antenna is allocated in a given SRS
transmission band. In addition, it is possible to implement a
series of FDM multiplexing by mapping SRS sequences
transmitted through different (physical) transmission anten-
nas to comb frequency offsets (i.e., unit comb patterns) that
are obtained through the increase of the discrete comb map-
ping ratio. Channel measurement performance may be
reduced as the discrete comb mapping ratio increases. In
order to prevent the reduction of channel measurement per-
formance, the discrete comb mapping ratio may be setto 3 in
asituation in which the number of UE (physical) transmission
antennas is 2 or 4. In this case, one comb pattern may be
allocated for a specified range of all or wider channel sound-
ings and, in the case where the number of transmission anten-
nas is 2, respective SRS sequences of the antennas may be
differently mapped to 2 remaining comb patterns. On the
other hand, in the case where the number of UE transmission
antennas is 4, the transmission antennas may be grouped to 2
antenna groups, each including 2 antennas, and the 2 antenna
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groups may be differently mapped to the 2 remaining comb
patterns. In addition, it is possible to achieve multiplexing by
allocating different frequency bands or code resources (i.e.,
cyclic shifts) to 2 transmission antennas in the antenna group.

FIG. 8 illustrates exemplary FDM for the case where an
SRS transmission symbol is the last of the transmission sym-
bols of a subframe in which an arbitrary LTE-A UE transmits
an SRS. Although FIG. 8 illustrates a situation in which SRSs
of'an LTE-A UE which are multiplexed in a FDM manner are
transmitted with a limited SRS transmission band, the SRS
transmission band may have a various size including the full
system band. Here, it is to be noted that representations of
SRS transmission bands, which are shown as bands discrimi-
nated from each other, may also be applied to the FDM
scheme for discrete physical comb patterns described in the
present invention.

It is preferable that the FDM or CDM/FDM scheme sug-
gested in the present invention be applied to a UE which is in
a non-power-limited situation. For example, it is preferable
that the SRS FDM or CDM/FDM scheme enable non-con-
tiguous Resource Block (RB) allocation through clustered
Discrete Fourier Transform-spread-Orthogonal Frequency
Division Multiple Access (DFT-s-OFDMA) in uplink or that
the SRS FDM or CDM/FDM scheme be applied to a UE that
can use component carrier (CC). To accomplish this, in the
case where an indication of the application of the clustered
DFT-s-OFDMA is explicitly or implicitly provided from an
eNode B or an indication of the application of uplink multiple
component subcarriers is explicitly or implicitly provided
from an eNode B, it is possible to apply a multiplexing
scheme in the form of applying FDM or CDM/FDM when
multiplexing SRSs based on signaling of the indication. It is
possible to define a parameter indicating that the SRS con-
figuration is to be changed depending on the uplink transmis-
sion mode of the UE or depending on whether or not power of
the UE is limited and to provide the indication through UE-
specific RRC signaling or [.1/L.2 control signaling.

When the CDM/FDM scheme is applied, there is a need to
take into consideration correlations between parameters for
determining multiplexing granularity and capacity of CDM
and parameters for determining multiplexing granularity and
capacity of FDM rather than to take into consideration a
simple combination of the two multiplexing schemes. For
example, setting of the discrete comb mapping ratio for deter-
mining the frequency component density and the multiplex-
ing level of an SRS signal in the FDM scheme has an influ-
ence upon determining the number of available cyclic shifts
associated with the CDM capacity. Specifically, increasing
the discrete comb mapping ratio value has an effect of
decreasing the number of available cyclic shifts in the case of
CDM. In addition, in the case where the base sequence index
is set as a code resource region of CDM, the size of available
base sequence index pools is determined in proportion to the
size of an SRS transmission band of FDM. In the case where
CDM/FDM is applied for SRS transmission multiplexing of
LTE-A UEs that supports multiple antenna transmission
using multiple power amplifiers and/or RF chains taking into
consideration this fact, it is possible to define detailed
schemes of CDM/FDM not only basically based on the effi-
ciency of channel sounding but also based on factors such as
signaling overhead reduction and backward compatibility.
For example, in the case where PUSCH or PUCCH multi-
plexing is taken into consideration while achieving a design
minimizing additional indication overhead of used cyclic
shifts or decreasing the capacity of cyclic shifts, it is possible
to configure SRS resource allocation/multiplexing as shown
in FIG. 9 under the assumption that all SRSs are transmitted
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within an SRS transmission symbol according to the MIMO
transmission mode or according to antennas configured for
the UE.

FIG. 9 illustrates an example of CDM/FDM in an uplink
subframe of a UE (for example, an LTE-A UE) that transmits
an SRS. Although FIG. 9 illustrates a situation in which SRSs
of an LTE-A UE which are multiplexed in a CDM/FDM
manner are transmitted with a limited SRS transmission band,
the SRS transmission band may have a various size including
the full system band. The following is a more detailed
description of the example of FIG. 9. When an arbitrary
LTE-A UE has M SRSs (M>0) that are to be transmitted in an
arbitrary subframe, it is possible to use, as a method of allo-
cating M SRS resources for SRS transmission, a method of
allocating the number of cyclic shifts and indices to be used
respectively for N used SRS transmission bands in order to
optimize resource utilization. Unlike this method, it is pos-
sible to use a method in which the number and index infor-
mation of P available cyclic shift resources (optionally
together with a base sequence as a resource allocation ele-
ment) and the number and position index information of N
SRS transmission bands as illustrated in FIG. 9 in order to
simplify signaling overhead or configuration. Here, it may be
considered that N and P are specified such that N*P is equal
to or greater than M. As a method of allocating respective
resources for M SRSs, it is possible to apply a band-first
assignment scheme for the SRS transmission band and it is
also possible to apply a code-first assignment scheme for the
cyclic shift.

In addition to the CDM, FDM, or CDM/FDM scheme
described above, it is possible to apply, as other candidates, a
series of SRS resource multiplexing and configurations such
as CDM/TDM, FDM/TDM, and CDM/FDM/TDM to arbi-
trary LTE-A UEs. The following is a description of a method
of changing the configuration of SRS, focusing upon the
LTE-A. In the case of LTE, when SRS transmission is
enabled, an SRS continues to be transmitted until a transmis-
sion termination event occurs (i.e., until SRS transmission is
disabled) and an RRC parameter for releasing SRS transmis-
sion has not been defined. However, it can be considered that
an SRS transmission release parameter is additionally set for
an LTE-A UE. It is also possible to set the number of trans-
missions of an SRS or an SRS transmission time according to
period configuration information after SRS transmission is
enabled through UE-specific RRC signaling. It can also be
considered that SRS transmission configuration information
is transmitted using [.1/[.2 control signaling (for example, a
PDCCH or MAC messaging). For example, it is possible to
trigger SRS transmission through [L1/1.2 signaling. In this
case, in order to efficiently reduce signaling overhead, [.1/1.2
control signaling carrying SRS transmission configuration
information may be event-triggered or may have periodic
characteristics. It is possible to employ (but not limited to) an
example in which the number of valid transmissions, a trans-
mission period, period configuration information, and the like
are signaled while being included in [.1/[.2 control informa-
tion. Here, periodic SRS transmission may be performed
every period using a corresponding subframe and may be
performed using consecutive S subframes, starting from the
time of the transmission period. It is also possible to employ
a periodic SRS transmission method in which a series of
offsets are defined and an SRS is transmitted at intervals
corresponding to the offsets. The periodic configuration
information includes a transmission start point, a period, sub-
frame group allocation information (in the case of periodic
transmission in units of subframe groups), and the like. There
is no need to separately define information regarding the



US 9,306,651 B2

19

transmission start time when the method complies with a
general grant-to-uplink timing relation. In the case where
SRS transmission is configured through UE-specific RRC
signaling, all or part of the L1/.2 control information defined
according to the present invention as described above may be
defined as an RRC parameter. In addition, in the case where
SRS transmission is enabled or triggered through [.1/1.2 con-
trol signaling, it is possible to additionally define an SRS
transmission release parameter (or message) in [.1/1.2 control
signaling.

In the following, as a more detailed scheme of the method
for multiplexing physical resources for an SRS in an arbitrary
SRS transmission subframe described above in the embodi-
ment 1, the present invention suggests a method for applying
an FDM scheme between antennas and a CDM scheme
between UEs.

Specifically, the present invention suggests an FDM
scheme applied between antennas and a CDM scheme
applied between UEs which reuse the method applied to the
conventional LTE sounding channel and maintains backward
compatibility as much as possible.

1) It is possible to consider a method in which the discrete
comb mapping ratio (or repetition factor (RPF)) described in
the embodiment 1 is increased in proportion to the number of
antennas (or the number of layers or the number of ranks).

Option 1) RPF=2 used in LTE may be used without change
and, in addition, the RPF for multiple antennas in the LTE-A
system which takes into consideration multiple antennas may
be increased in proportion to the number of antennas (or the
number of layers or the number of ranks). In this case, the
length (or duration) M, 2 of an SRS sequence may be

S

defined as in the following Expression 8.

Msc,bRS:’”SRs,szcRB/ {2XL}

Here, mg, , is a value given for each uplink band N, “*
and is illustrated in Tables 1 to 4. L denotes the number of
transmission antennas (or layers or ranks) for an SRS.

When the Number of Transmission Antennas (or Layers or
Ranks) for SRS is 4

RPF=2 may be applied to the conventional LTE and RPF=4
may be additionally defined for 4 transmission antennas (or
layers or ranks) in the case of LTE-A.

In the conventional LTE, the minimum transmission unit of
an SRS for a single antenna is 4 RBs. Accordingly, 6 REs
(=4RB*12 subcarriers/(2*4)) are allocated to each antenna
(or each layer or each rank) in the case where distributed
FDM is used for orthogonality between antennas and 4 trans-
mission antennas (or 4 layers or 4 ranks) used in the LTE-A
are used, taking into consideration the minimum RB alloca-
tion. Thus, a 6-length sequence for an SRS is required in the
LTE-A. In this case, a CAZAC sequence (a ZC sequence or a
sequence generated based on a truncation or extension
scheme), a DFT based sequence, a PN sequence, or another
type of orthogonal sequence may be used as the 6-length
sequence. As a 6-length sequence, a 6-length computer-gen-
erated sequence may be created and used as it has been
suggested and used as an RS sequence for 1RB (12-length)
and 2RB (24-length) in the conventional LTE.

In the case where a new length-6 sequence is not defined
and only the smallest 1RB-long (length-12) sequence among
sequences currently used in the LTE is used, it is possible to
consider a method of making a definition such that sounding
band allocation of 8 RBs or more is possible using a param-
eter defined for sounding channel allocation in the LTE for the
case where transmission of 4 Tx antennas (or 4 layers or 4
ranks)is used. For example, it is possible to consider a method
of' making a definition such that sounding band allocation of

[Expression 8]
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8 RBs or more is possible using a 3-bit SRS band configura-
tion (srs-BandwidthConfig, C¢,=1{0, 1, 2, 3,4, 5, 6, 7}) that
is signaled by a higher layer as a cell-specific parameter and
a 2-bit SRS band (srs-BandwidthConfig, Bgzs=1{0, 1, 2, 3})
that is signaled by a higher layer as a UE-specific parameter
from among the parameters defined in the LTE.

In addition, it is possible to perform multiplexing for 4
transmission antennas (or layers or ranks) using an FDM
scheme for up to 2 transmission antennas (layers or ranks) and
using a CDM scheme, which allocates cyclic shift indices
different from the indices 1 and 2, for the transmission anten-
nas (layers or ranks) 3 and 4.

As another method, it is possible to consider a method in
which a sounding channel is transmitted in a TDM manner for
each 2 transmission antennas (or layers or ranks) through
antenna switching for multiplexing SRSs for the 4 transmis-
sion antennas (or layers or ranks). In this case, there may be
no need to design a small-length sequence due to an increase
in the number of antennas. In the case where uplink transmis-
sion is performed using 4 power amplifiers and 4 transmission
antennas, it is possible to perform multiplexing of SRSs for 4
transmission antennas (or layers or ranks) by enabling power-
on/off through power control signaling, higher layer signal-
ing, control signaling, or the like for power amplifiers of
antennas that are not used when applying a 1 or 2 antenna
switching scheme.

When the Number of Transmission Antennas (or Layers or
Ranks) for SRS is 2

RPF=2 may be applied to the conventional L'TE and RPF=4
may be additionally defined for 4 transmission antennas (or
layers or ranks) in the case of LTE-A.

The minimum unit for transmitting an SRS for a single
antenna used in the conventional LTE described in the related
art is 4 RBs. Accordingly, 12 REs (=4RB*12 subcarriers/
(2*2)) are allocated to each antenna (or each layer or each
rank) when distributed FDM is used for orthogonality
between antennas in the case where 2 transmission antennas
(or layers or ranks) used in the LTE-A are used, taking into
consideration the minimum RB allocation. In this case, CDM
may be performed for UEs, which use the same band, using a
1-RB computer-generated sequence defined in the LTE.

As another method, it is possible to consider a method in
which a sounding channel is transmitted in a TDM manner for
each transmission antennas (or layers or ranks) through
antenna switching for multiplexing SRSs for 2 transmission
antennas (or layers or ranks). In the case where uplink trans-
mission is performed using a single power amplifier and 2
transmission antennas, it is possible to perform multiplexing
of SRSs for 2 transmission antennas (or layers or ranks) by
enabling power-on/oftf through power control signaling,
higher layer signaling, control signaling, or the like for power
amplifiers of antennas that are not used when applying a
1-antenna switching scheme.

Option 2) The same RPF as that of the LTE may be main-
tained when the number of antennas (or layers or ranks) for
uplink sounding transmission used in the LTE-A system is 1
and the RPF for multiple antennas in the LTE-A system may
be increased in proportion to the number of antennas (or the
number of layers or the number of ranks) when the number of
antennas (or layers or ranks) for uplink sounding transmis-
sion used in the LTE-A system is 2 or more. In this case, the
length (or duration) M,_,** of an SRS sequence may be

sc,b

defined as in the following Expression 9.

M, S5 =mgps N FP/2-{floor(L/4)+1} [Expression 9]
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Here, mgy ,, is a value given for each uplink band N PR
and is illustrated in Tables 1 to 4. L denotes the number of
transmission antennas (or layers or ranks) for an SRS.

When the Number of Transmission Antennas (or Layers or
Ranks) for SRS is 4

RPF=2 may be applied to the conventional LTE and RPF=4
may be additionally defined for 4 transmission antennas (or
layers or ranks) in the case of LTE-A.

The minimum unit for transmitting an SRS for a single
antenna used in the conventional LTE described in the related
art is 4 RBs. Accordingly, 12 REs (=4RB*12 subcarriers/
(2*2)) are allocated to each antenna (or each layer or each
rank) in the case where distributed FDM is used for orthogo-
nality between antennas and 4 transmission antennas (or 4
layers or 4 ranks) used in the LTE-A are used, taking into
consideration the minimum RB allocation. In this case, CDM
may be performed for UEs, which use the same band, using a
1-RB computer-generated sequence defined in the LTE.

In addition, it is possible to perform multiplexing for 4
transmission antennas (or layers or ranks) using an FDM
scheme for up to 2 transmission antennas (layers or ranks) and
using a CDM scheme, which allocates cyclic shift indices
different from the indices 1 and 2, for the transmission anten-
nas (layers or ranks) 3 and 4.

As another method, it is possible to consider a method in
which a sounding channel is transmitted in a TDM manner for
each 2 transmission antennas (or layers or ranks) through
antenna switching for multiplexing SRSs for the 4 transmis-
sion antennas (or layers or ranks). In this case, there may be
no need to design a small-length sequence due to an increase
in the number of antennas. In the case where uplink transmis-
sion is performed using 4 power amplifiers and 4 transmission
antennas, it is possible to perform multiplexing of SRSs for 4
transmission antennas (or layers or ranks) by enabling power-
on/off through power control signaling, higher layer signal-
ing, control signaling, or the like for power amplifiers of
antennas that are not used when applying a 1 or 2 antenna
switching scheme.

When the Number of Transmission Antennas (or Layers or
Ranks) for SRS is 2

RPF=2 may be applied to the conventional LTE and RPF=1
may be additionally defined for 4 transmission antennas (or
layers or ranks) in the case of LTE-A.

The minimum unit for transmitting an SRS for a single
antenna used in the conventional LTE described in the related
art is 4 RBs. Accordingly, 24 REs (=4RB*12 subcarriers/
(2*1)) are allocated to each antenna (or each layer or each
rank) when distributed FDM is used for orthogonality
between antennas in the case where 2 transmission antennas
(or layers or ranks) used in the LTE-A are used, taking into
consideration the minimum RB allocation. In this case, CDM
may be performed for UEs, which use the same band, using a
2-RB computer-generated sequence defined in the LTE.

As another method, it is possible to consider a method in
which a sounding channel is transmitted in a TDM manner for
each transmission antennas (or layers or ranks) through
antenna switching for multiplexing SRSs for 2 transmission
antennas (or layers or ranks). In the case where uplink trans-
mission is performed using a single power amplifier and 2
transmission antennas, it is possible to perform multiplexing
of SRSs for 2 transmission antennas (or layers or ranks) by
enabling power-on/oftf through power control signaling,
higher layer signaling, control signaling, or the like for power
amplifiers of antennas that are not used when applying a
1-antenna switching scheme.

The following is a more detailed description of additional
aspects of the FDM scheme applied between antennas as a
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method for maintaining backward compatibility of the SRS
transmission scheme as much as possible.

It is possible to consider a method in which an SRS is
transmitted through each antenna while maintaining a band
allocated to each antenna in a disjoint manner by uniformly
distributing the full system band such that a band allocated for
each transmission is proportional to the number of antennas
to be used for the transmission.

Power-Limited Case

In the power-limited case, there is a need to perform trans-
mission so as to maintain a low Cubic Metric (CM) for an SRS
transmitted through each antenna. Accordingly, it is possible
to use a method of performing transmission in a disjoint
manner between antennas. FIGS. 10 and 11 illustrate a case of
2 transmission antennas (or layers or ranks) and FIGS. 12 and
13 illustrate a case of 4 transmission antennas. Referring to
FIGS.10t013, SRS bands for different antennas are allocated
in a disjoint manner such that SRS bands of the antennas are
at intervals of a spacing corresponding to the system band/
(the number of transmission antennas (or layers or ranks)).

Non-Power-Limited Case (e.g., when Clustered DFTs-
OFDM, Multiple Component Carriers, or UL, ComP is Used)

Inthe non-power-limited situation, there is no need to keep
the limitation of having to maintain the same CM as a single
carrier. Accordingly, it is possible to transmit an SRS through
different sounding bands in one symbol. In this case, it is
possible to reduce time resources required to sound the entire
uplink system band.

Unlike the LTE, the LTE-A supports non-contiguous allo-
cation using an uplink transmission scheme which is based on
clustered DFTs-OFDM. In the case of a sounding channel,
non-power-limited UEs can transmit a sounding channel
using the clustered DFTs-OFDM scheme. Accordingly, it is
possible to allocate multiple resources to each antenna. How-
ever, assuming that the number of frequency start indices for
SRS allocation used in the LTE is maintained at 1 for back-
ward compatibility, it is possible to use a method in which
multiple SRSs are transmitted through each antenna while
maintaining a band allocated to each antenna in a disjoint
manner by applying an RPF equal to the number of antennas
(or layers or ranks) between each antenna and uniformly
distributing the full system band such that a band allocated for
each transmission is proportional to the number of antennas
to be used for the transmission. It is also possible to use a
method in which multiple resources, the amount of which
depends on the number of clusters, are allocated for SRS
transmission.

The methods of option 1) and option 2) of this embodiment
described above may be applied to the method of applying an
RPF between each antenna.

It is preferable that allocation be performed such that the
CM value for a sequence allocated to an SRS that is transmit-
ted using multiple resources through each antenna is not
significantly increased compared to the single carrier CM of
the LTE. That is, the CM value of transmission of an SRS
through multiple resources is significantly increased in the
case where the same cyclic shift as the same base sequence is
used for each cluster. Accordingly, it is possible to consider a
method in which different cyclic shift values are allocated to
multiple resources or different base sequences are allocated to
multiple resources. As a method of allocating a cyclic shift
index to each cluster, it is possible to consider a method in
which a resource corresponding to each cluster is allocated
using a cyclic shift index that has been defined to be signaled
through higher layer signaling in the LTE.
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Embodiment 2

Definition of a Plurality of SRS Transmission
Symbols in an SRS Transmission Subframe

The LTE-A supports multiple antennas or multilayer trans-
mission based on the multiple antennas by applying multiple
power amplifiers/RF chains in uplink. Independent of or in
parallel with such multi-antenna transmission, the LTE-A
enables access to a plurality of UL, components carriers and
enables communication with a plurality of points through UL
CoMP. Accordingly, when configuring a multi-antenna con-
figuration, it is possible to configure a plurality of SRS trans-
missions in order to guarantee multiplexing capacity, cover-
age, and measurement reliability in channel sounding for
each individual antenna (or layer), for each UL component
carrier, or for each UL CoMP-based transmission point. In
order to accomplish this, the present invention suggests that a
plurality of SRS transmission symbols be defined in an uplink
subframe of a UE (for example, an LTE-A UE). For ease of
explanation, a description will now be given of two configu-
ration methods associated with depending on positions in a
subframe when the number of SRS transmission symbols is
defined to be 2.

FIG. 14 illustrates a first method for specifying two SRS
transmission symbols in an uplink subframe according to an
embodiment of the present invention. As shown in FIG. 14, a
position of an SRS transmission symbol that is additionally
defined compared to the conventional LTE may be defined to
be located at a last transmission symbol (for example, OFDM
or SC-FDMA symbol) of a first slot in a subframe that trans-
mits an SRS of a corresponding UE. To accomplish this,
shortened PUCCH formats that have been used when an SRS
is transmitted through two slots in the conventional LTE may
be defined to be still used in the first slot according to the
present invention.

FIG. 15 illustrates a second method for specifying two SRS
transmission symbols in an uplink subframe according to an
embodiment of the present invention. As shown in FIG. 14, a
position of an SRS transmission symbol that is additionally
defined compared to the conventional LTE may be defined to
be located at a second last transmission symbol (for example,
OFDM or SC-FDMA symbol) of a second slot in a subframe
that transmits an SRS of a corresponding UE. This scheme
has an advantage in that the frequency of occurrences of
power transition between an SRS transmission symbol and a
data transmission symbol is the same as that when one SRS
transmission symbol is defined in a subframe as in the con-
ventional LTE. To accomplish this scheme, there is a need to
additionally define a shortened PUCCH format in which 2
last transmission symbols are punctured in an arbitrary slot
based on the conventional LTE standard. The method of trans-
mitting control information through a PUSCH of the conven-
tional LTE uses rate matching of data and maps Rank Infor-
mation (RI) to physical frequency resources of 4 transmission
symbols in a subframe. For example, in the case of a normal
CP, the R1is mapped to second and fifth transmission symbols
in each slot of a subframe. In this case, the position of the fifth
transmission symbol of the second slot to which the RI is
mapped overlaps the position of the additional SRS transmis-
sion symbol suggested in the present invention. Accordingly,
to apply this method, it is possible to consider an RI trans-
mission method which uses three transmission symbols,
excluding the transmission symbol that is defined as the last
symbol in the second slot, among the four transmission sym-
bols used for RI transmission. In addition, it is possible to
consider a method in which RI is mapped to physical
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resources, starting from the first physical resource of the
subframe, in a time-first manner or in which RI is mapped in
a reversed order, starting from the last physical resource. In
this case, the RI is mapped to transmission symbols, exclud-
ing or avoiding the transmission symbol to which an SRS is
mapped, in a time-first manner. It is also possible to consider
a method in which the scheme of multiplexing CQI and data
defined in the conventional LTE is additionally applied to RI
such that R is transmitted in a form of being multiplexed with
data. In this case, RI is mapped to physical resources of a
subframe in a time-first manner.

In the first and second suggested methods, it is possible to
reduce the burden of having to individually define and signal
a configuration parameter for an SRS transmission symbol
for each slot. In addition, in order to prevent the occurrence of
transient operation of a power amplifier (and/or signal ampli-
fier) of each individual antenna at boundaries between SRS
transmission symbols and data symbols, it is possible to apply
a method in which M SRS allocations required for a corre-
sponding LTE-A UE are configured on an individual symbol
instead of being divided on a symbol by symbol basis and the
M SRS allocations are repeated in an SRS transmission sym-
bol defined for each slot such that power allocated to each of
the M SRSs is the sum of powers allocated to two SRS
transmission symbols. It is also possible to employ a configu-
ration in which individual SRS bands are set at different
positions for each slot while SRS resources are equally allo-
cated to each slot in two SRS transmission symbols as
described above so that two uplink channel soundings are
achieved in an arbitrary uplink subframe. The scheme in
which the same SRS transmission bands are applied, the
scheme in which different SRS transmission bands are
applied, the scheme in which two SRS transmission symbols
are used, and the scheme in which one SRS transmission
symbol is used may be selectively applied individually or in
combination depending on the situation of the UE. Indication
information for configuring an SRS may be explicitly sig-
naled using an additionally defined RRC parameter or may be
explicitly or implicitly applied using [.1/1.2 control signaling
or may be applied implicitly applied according to setting
information of the transmission mode or the state of the UE.
The transmission mode information may include information
indicating whether or not MIMO transmission is performed,
information indicating whether or not non-contiguous RB
allocation based transmission is performed, and the like.

As another method, it is possible to configure an overall
multiplexing scheme in which, for two SRS transmission
symbols in an arbitrary SRS transmission subframe, M SRSs
that are to be transmitted by an arbitrary LTE-A UE are
transmitted so as to be discriminated for each SRS transmis-
sion symbol by additionally applying a TDM scheme to the
embodiments of the CDM, FDM, and CDM/FDM described
in the present invention in order to reduce the time required
for channel sounding for the entire scheduling band. Here,
code resources of SRS bands and/or cyclic shifts applied to
the two SRS transmission symbols (optionally together with
a base sequence index) may be specified independently in
each individual SRS transmission symbol. Here, as an addi-
tional method, the SRS transmission bands and the code
resources may be intentionally configured so as to be dis-
criminated using different arbitrary resource values. In con-
sideration of signaling overhead of SRS-related RRC param-
eters that need to be additionally defined to accomplish this
scheme, the SRS transmission bands and the code resources
applied to the two SRS transmission symbols may be com-
monly allocated (for example, the SRS transmission bands
and the code resources may be configured equally in terms of
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RRC parameters, control information, and code and fre-
quency resource allocation) and indication information used
to discriminate resource allocation of individual SRSs in the
two SRS transmission symbols may be additionally defined
in control information in L1/L.2 control signaling or in an
RRC parameter.

Embodiment 3
Precoded SRS Configuration

It is possible to consider precoded SRS transmission as a
method for securely reducing the number of SRSs required
for a corresponding UE and for solving the problem of power
amplifier on/off for SRS transmission for LTE-A UEs that
support multiple antenna transmission through multiple
power amplifiers/RF chains. According to this embodiment,
even in a situation in which a plurality of UE transmission
antennas is configured, it is possible to define and use a single
SRS resource in the case of rank-1 MIMO transmission and to
define and use a number of SRS resources equal to a corre-
sponding rank value in the case of higher rank MIMO trans-
mission when performing Uplink Multiple Input Multiple
Output (UL MIMO). Precoding matrixes used for SRS pre-
coding may be applied according to precoding matrix index
(PMI) information specified in the most recent uplink grant
information. (Here, the same code book as a code book
defined for uplink data transmission is used as a code book of
PMI or Transmit Precoding Matrix Indication (TPMI) for
SRS transmission.) Unlike this method, it is possible to con-
sider a method in which PMI information for SRS transmis-
sion is separately signaled through a series of .1/1.2 control
signaling including the case of UL grant or UE-specific RRC
signaling. In addition, it is possible to configure PMIs applied
to all of an SRS or a DeModulation Reference Signal (DM-
RS)/SRS as a code book of PMIs in a different form from a
conventional data transmission code book for each layer
(rank) number and to define signaling information through
UE-specific RRC signaling or [.1/[.2 control signaling indi-
cating a PMI to be applied from among the PMIs of the code
book. As another method, it is also possible to apply a method
in which, for uplink data using Transmit Diversity (TxD), one
SRS and/or DM-RS resource is allocated using the PMIs
described above in the same manner as in the case of rank-1
for all of an SRS, a DM-RS, or an SRS/DM-RS and to trans-
mit the corresponding RS based on the allocated resource.
Here, it is possible to apply a PMI(s) from among PMIs for a
single layer in a code book separately defined for RS trans-
mission or a data transmission code book as described above.
Taking into consideration the fact that TxD is associated with
open-loop transmission, it is possible to consider a method in
which the eNode B indicates a separate PMI to the UE
through UE-specific RRC signaling or [.1/1.2 control signal-
ing. Unlike this method, according to the open-loop charac-
teristics, it is also possible to apply a series of cycling, shift-
ing, or permutation schemes through a transmission symbol
oraslot level for a PMI used for a series of subsets or an entire
set of single layer PMIs in a different manner in the time
domain or in the frequency domain. When the operation range
of TxD is taken into consideration, the PMIs to be used may
be selected and configured taking into consideration the Cubit
Metric/Peak to Average Power Ratio (CM/PAPR) character-
istics based on single antenna transmission and may also be
configured of PMIs of antenna selection format in order to
prevent beam formation.

The methods which apply precoding to an SRS (or DM-
RS) according to this embodiment, together with methods
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which do not apply precoding, may be selectively applied to
an arbitrary LTE-A UE. Here, as a criterion for selective
application, it is possible to consider whether or not the UE is
in a power-limited state, the UL, MIMO transmission mode
(rank or TxD/precoding), and the like. Detailed examples
include a scheme in which a precoded SRS (or DM-RS) is
transmitted for the rank 1 which includes or does not include
TxD and a non-precoded SRS (or DM-RS) is transmitted for
a higher rank. In another method, a precoded SRS (or DM-
RS)is transmitted for the rank 1 and the rank 2 which include
or do not include TxD and a non-precoded SRS (or DM-RS)
is transmitted for a higher rank. As another detailed embodi-
ment, it is possible to consider a scheme in which, for a
DM-RS, precoding is applied to the rank 1 or to both the rank
1 and the rank 2 for data transmission in a corresponding
subframe and a scheme independent from this scheme in
which, for an SRS, precoding is performed with a PMI based
on the rank 1 only in a limited situation or regardless of the
channel state of the UE. As another method, it is also consider
a scheme in which orthogonal resources discriminated in the
spatial domain are defined with PMIs for an arbitrary scheme
among all types of SRS transmission resource allocation and
multiplexing schemes. In this case, a method in which SRSs
are precoded with a series of rank-2 PMIs in a code book for
data transmission or a different code book for SRS transmis-
sion may be applied selectively depending on the situation of
the power-limited UE or may always be applied regardless of
the channel condition of the UE. The PMIs used in this case
are PMIs that provide a single antenna based CM/PAPR and
it is possible to define control information of [.1/L.2 control
signaling or UE-specific signaling for indicating a PMI to be
used for SRS precoding. Unlike this method, a series of
schemes such as cycling, shifting, or permutation schemes
may be applied differently in the time domain or the fre-
quency domain through a slot level or a transmission symbol
for a PMI set that is applied in an open-loop manner based on
anarbitrary criterion according to the present invention. Here,
the PMI set may be defined as all PMIs or as a series of
subsets.

Embodiment 4

SRS Transmission Method in UL Carrier
Aggregation Situation

In the case where a cell eNode B allocates multiple uplink
component carriers to an arbitrary LTE-A UE, RRC param-
eters regarding configuration information such as the time of
transmission and SRS resource allocation of each carrier
among individual UL component carriers in association with
SRS transmission may be acquired as independent control
information of each carrier through UE-specific RRC signal-
ing and each independent SRS transmission scheme may be
implemented in each UL component carrier. As a method for
applying an association of inter-carrier SRS resource alloca-
tion and a transmission scheme configuration, it is possible to
apply a method in which a corresponding offset value
between UL component carriers set at the transmission start
point are applied according to an explicit or implicit rule in
order to configure a subframe to be transmitted in units of
component carriers in a staggering manner while applying the
same SRS transmission period to each carrier in order to
prevent an increase in the CM/PAPR for uplink SRS trans-
mission using multiple component carriers.
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Embodiment 5

SRS Transmission Method for Antenna Transmission
Mode

The suggested methods for channel sounding according to
the configuration of a plurality of uplink transmission anten-
nas according to the present invention have been described
mainly with reference to the case where a signal is transmitted
using all (physical) transmission antennas (i.e., power is
loaded to all (physical) transmission antennas) in an uplink
multiple antenna transmission scheme that is applied to
PUSCH or PUCCH transmission symbols excluding SRS
symbol(s) in an SRS transmission subframe. However, there
is a possibility that an antenna selection precoder is defined on
acodebook and is applied to corresponding data transmission
symbols or an uplink transmission diversity mode of an
antenna selection or antenna group selection scheme of a
closed-loop mode (for example, a long-term or short-term
mode) is applied in the case of, for example, uplink precoding
as the technology is applied to the system. Basically, it is
possible to apply the multiple antenna channel sounding
method suggested in the present invention in the case where
such transmission modes are introduced. In addition, it is
possible to apply methods for minimizing the occurrence of
turning on/off of a series of antenna power amplifiers and/or
signal amplifiers between data transmission symbols and
SRS transmission symbols when implementing detailed
operations and procedures of the multiple antenna channel
sounding method in a transmission mode having such char-
acteristics. In the following, the present invention suggests
methods for applying channel sounding in the case where
only specific (physical) antennas among all (physical) trans-
mission antennas of the UE participate in uplink signal trans-
mission.

Embodiment 5-1

Channel Sounding when Antenna Turn-on/Off
Precoder is Applied

Inthe case where a UE performs uplink transmission using
multiple antennas, antenna gain imbalance (AGI) may occur
due to hand gripping of the user. In this case, transmission
signals that are actually emitted from all or partial transmis-
sion antennas undergo a lost of 6 dB or greater in terms of
output power. When the eNode B has determined that an AGI
has occurred in a transmission antenna signal of a UE by
observing a signal (for example, a DM-RS or an SRS) trans-
mitted from the UE, the eNode B may provide signaling to
allow part of the transmission antennas to turned off in order
to prevent unnecessary power consumption of the transmis-
sion antennas. On the other hand, there is a need for the eNode
B to provide signaling to allow some transmission antennas to
be turned on. To accomplish this, the eNode B may apply
turn-on/off precoders associated with antennas, in which an
AGT has occurred, to a code book and may specify this appli-
cation of the turn-on/off precoders through a series of UE-
specific [.1/L.2 control signaling (for example, indication of a
precoder in a DCI format in a UL grant). As another method,
it is possible to make an instruction to directly turn on/off
output power of a transmission antenna, in which an AGI has
occurred, through separate (or additional) UE-specific RRC
signaling or UE-specific L1/1.2 control signaling in a separate
control channel DCI format. In this suggestion, when a power
control mechanism is individually defined for each individual
transmission antenna (or layer) or a power control mechanism
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is defined for each UE in a PUSCH power control mechanism
of the UE, the power control mechanism may be defined by
multiplying an entire power control mechanism equation by a
value of ““1” as a signaling parameter in the “turn-on” case and
by a value of “0” as a signaling parameter in the “turn-off”
case. Of course, detailed equations, which can implement
“turn-on/off” using the signaling parameter, may be included
in the suggestions of the present invention. The followingis a
summary of methods for preventing the occurrence of turn-
on/off transition of power amplifiers and/or signal amplifiers
at boundaries between data transmission symbols and SRS
transmission symbols in the case where the precoding trans-
mission mode having such characteristics is applied to the
data transmission symbols. The methods suggested in the
following description may also be applied as SRS transmis-
sion-related schemes when a series of antenna or antenna-
group selection precoders, which are not the antenna turn-on/
off precoders introduced due to causes such as AGI, are
applied. First, an embodiment of the present invention is
described below with reference to an antenna turn-on/off
precoder.

Taking into consideration that an AGI occurs a semi-static
manner, detailed configurations of SRS transmission (for
example, configurations associated with SRS transmission
timing, a detailed multiplexing scheme, an SRS band, and the
like) are reconfigured at the time when the precoder for
antenna turn-on/oft described above is applied or when it is
applied to power control through signal in the eNode B and
SRS signals for antennas (or power amplifiers and signal
amplifiers) which are in a turn-on state from among all (physi-
cal) transmission antennas of the UE are multiplexed and
transmitted in uplink in SRS transmission symbols according
to an arbitrary scheme among the multiplexing schemes sug-
gested in the present invention or according to a different
multiplexing scheme. This may prevent the occurrence of
turn-on/oft transition of power amplifiers and/or signal
amplifiers at boundaries between data transmission symbols
and SRS transmission symbols.

To allow a cell or an eNode B to monitor semi-static change
of an AGI state in a situation in which channel sounding
limited to some of all antennas (or layers, power amplifiers or
signal amplifiers) of the UE is implemented as in the schemes
described above as an AGI occurs, it is necessary for the UE
to perform channel sounding for all antennas at regular inter-
vals to allow the cell or eNode B to measure change of the AGI
state. To accomplish this, detailed SRS transmission configu-
rations may be reconfigured through UE-specific RRC sig-
naling so as to perform channel sounding in an entire or
partial system band for all antennas during a time duration
sufficient for measurement at intervals of an appropriate
period. UE-specific RRC signaling for reconfiguring the
detailed SRS transmission configurations may be performed
in a periodic manner or an event-triggered manner.

FIG. 16 illustrates an example in which a UE performs
channel sounding through multiple antennas according to an
embodiment of the present invention. In the example of FIG.
16, it is assumed that an AGI has already occurred such that
some antennas (layers, power amplifiers, or signal amplifiers)
of the UE have been turned off and thus detailed SRS trans-
mission configurations have been limited to (physical) trans-
mission antennas that are in a turn-on state. The antenna
turn-off state can be applied only to a specific frequency band
or a specific (physical) channel (for example, a specific SRS
transmission symbol). In the case where at least part of the
transmission antennas have been set to a turn-off state, the
eNode B needs to observe a signal transmitted from the UE in
order to check whether or not the UE has escaped from the
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AGT situation. To accomplish this, the UE may perform chan-
nel sounding by turning on/off the transmission antennas that
have been set to a turn-off state in a periodic manner or an
event-triggered manner. That is, when at least partial trans-
mission antennas of the UE have been set to a turn-off state,
the UE may perform channel sounding by temporarily turn-
ing the transmission antennas on at intervals of a specific
period or according to a specific event while basically main-
taining the turn-off state of the transmission antennas. For
example, the UE may perform channel sounding of a partial
or entire system band for all (physical) transmission antennas
by turning on all (or partial) (physical) transmission antennas
of'the UE during a duration B at intervals of a duration A. To
accomplish this, a turn-on precoder may be applied to an SRS
transmission symbol during the duration B and a turn-off
precoder may be applied to an SRS transmission symbol at a
subsequent duration. The duration A corresponds to a channel
sounding transmission period applied to the antennas that are
in a turn-on state. Here, the duration A may be set to be longer
than the channel sounding transmission period set for the
antennas that are in a turn-on state. Specifically, the duration
A may be set to a multiple of the channel sounding transmis-
sion period set for the antennas that are in a turn-on state. In
the case where channel sounding through the duration B is
performed in an event-triggered manner (for example,
through [.1/1.2 control signaling), the duration A may not be
separately defined/signaled.

In combination with this method, it is possible to prevent
the occurrence of turn-on/off transition of power amplifiers
and/or signal amplifiers at boundaries between data transmis-
sion symbols and SRS transmission symbols in a subframe by
turning on all (or partial) (physical) transmission antennas
through UE-specific RRC signaling, UE-specific [.1/[.2 con-
trol signaling or UE-specific UL grant PDCCH transmission
by a cell or an eNode B in the case where an antenna turn-off
state has been achieved through a power control mechanism
or by allowing precoders other than turn-on/off precoders to
be used in association with the data transmission symbols in
the case where the turn-on/off state of the transmission anten-
nas have been temporarily transitioned to a turn-on state for
channel sounding (during the duration B). In this scheme, the
durations A and B may be directly defined as a time and may
also be set in units of subframes, each corresponding to, for
example, 1 ms, or in units of radio frames, each correspond-
ing to, for example, 10 ms.

In another scheme, in the case where the eNode B desires
to perform measurement for checking whether or not the AGI
situation of the UE has changed in an event-triggered manner,
the eNode B may make an instruction to perform channel
sound of all (or partial) (physical) transmission antennas dur-
ing a preset duration or an explicitly or implicitly signaled
duration (for example, the duration B) through [.1/1.2 control
signaling (for example, through a UL grant PDCCH, a power
control PDCCH, or a dedicated PDCCH, or the like). In the
case where channel sounding is performed during the dura-
tion B, each precoder for a data transmission symbol may be
specified as a precoder other than an antenna turn-on/off
precoder. This event-triggered signaling may also be speci-
fied as UE-specific RRC signaling. This event-triggered
scheme may be implemented by specifying a precoder in a
UL grant DCI format using a precoder of a data transmission
symbol while being tied with reconfiguration of detailed SRS
transmission configurations.

In this scheme, in the case where precoding is applied to an
SRS and a precoder in a UL grant is specified not only using
a precoder of a data transmission symbol but also using a
precoder of an SRS transmission symbol, antenna turn-on/off
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of (physical) transmission antennas that transmit SRSs may
be naturally implemented in a code book. Of course, the
suggestions of this embodiment may also be applied in the
case where an SRS is precoded.

Embodiment 5-2

Channel Sounding in the Case where a Transmission
Diversity Scheme Based on Antenna (Group)
Selection is Applied

All channel sounding schemes suggested in the above
embodiment 5-1 may be applied to this embodiment. This
embodiment differs from the embodiment 5-1 in that UE-
specific/cell-specific RRC control signaling for SRS resetting
(or reconfiguration) is performed in order to perform channel
sounding of corresponding (physical) transmission antennas
in a situation in which the antennas (or power amplifiers or
signal amplifiers) are in a turn-off state when performing
detailed SRS transmission configuration at the time when
antenna selection specification for a series of AGIs or other
specific channel information is performed through UE-spe-
cific RRC signaling, a UE-specific UL grant PDCCH, or a
different type of UE-specific dedicated PDCCH. In addition,
the same schemes as the detailed schemes of the embodiment
5-1 may be applied to parameters that are signaled through a
power control mechanism that is individually defined for a
(physical) transmission antenna or through a power control
mechanism of the UE in association with antenna turn-on/off
on the UE.

Embodiment 5-3

Channel Sounding when Dynamic Antenna Selection
Precoder is Applied

It is possible to apply any of the detailed schemes for SRS
transmission suggested in the embodiment 5-1, taking into
consideration that basic SRS setting is performed in a semi-
static manner in the case where an antenna selection precoder
is applied in a dynamic or semi-static manner. In addition, it
is possible to apply the suggested schemes ofthe embodiment
5-1, in which the precoded SRS is applied, and also to con-
sider a scheme in which an event-triggered-based SRS is
used.

Embodiment 5-4

Channel Sounding when an Antenna or
Antenna-Group Selection Based Transmission Mode
(which can be Represented as a Type of
Transmission Diversity Scheme) is Applied

Basically, it is possible to apply any of the schemes sug-
gested in the embodiment 5-1 in the case where closed-loop
or open-loop antenna selection is implemented using one or
more power amplifiers and (physical) transmission antennas
from among power amplifiers and (physical) transmission
antennas provided in an arbitrary UE in a dynamic or semi-
static manner (for example, using UE-specific RRC setting
(signaling)). Here, each (physical) transmission antenna may
be fixedly connected to a specific power amplifier or may be
switchably connected to outputs of a series of power ampli-
fiers. The following is a more detailed description of a method
for minimizing the occurrence of transition of power ampli-
fiers and transmission antennas at boundaries of data trans-
mission symbols and SRS transmission symbols when SRS
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transmission is performed and minimizing the impact (or
influence) of the transition of the power amplifiers and the
transmission antennas.

In a situation in which antenna or antenna group selection
is performed when an antenna or antenna group selection
based transmission mode (which can be represented as a type
of transmission diversity scheme) is applied, the eNode B
may reconfigure detailed SRS transmission configurations
(forexample, SRS transmission timing, detailed multiplexing
schemes, SRS band, and the like) and signal reconfigured
configurations to the UE at the time when the transmission
mode is applied. On the other hand, the UE multiplexes and
transmits SRSs for antennas (or power amplifiers and signal
amplifiers) which are used for data transmission from among
all (physical) transmission antennas of the UE in uplink in
SRS transmission symbols according to an arbitrary scheme
among the multiplexing schemes suggested in the present
invention or according to a different multiplexing scheme.
This may prevent the occurrence of turn-on/off transition of
power amplifiers and/or signal amplifiers at boundaries
between data transmission symbols and SRS transmission
symbols. In this SRS configuration scheme, it is possible to
especially match SRS settings (configurations) in order to
prevent the transition of power amplifiers and transmission
antennas at transmission symbol boundaries in the case where
a special configuration of a single antenna and power ampli-
fier has been set, as when the UE includes 2 transmission
power amplifiers for 4 (physical) transmission antennas, and
in the case where transmission (physical) antennas of power
amplifier output terminals are switched according to the spe-
cial configuration.

In a situation in which channel sounding limited to partial
ones of the (physical) transmission antennas (or layers or
power amplifiers or signal amplifiers) of the UE is imple-
mented, the UE performs channel sounding on all (or partial)
antennas at regular intervals (or in a periodic manner) to allow
the eNode B to measure channel changes of individual (physi-
cal) transmission antennas of the UE in order to allow the
eNode B to select antennas or antenna groups from the trans-
mission antennas (or layers or power amplifiers or signal
amplifiers) of the UE. To accomplish this, it is possible to
perform selection of antennas or antenna groups upon data
transmission through UE-specific RRC signaling at regular
intervals so as to perform channel sounding of an entire or
partial system band of all (or partial) antennas during a dura-
tion sufficient for measurement at intervals of an appropriate
period and to perform reconfiguration of detailed SRS trans-
mission configurations suitable for the selection of antennas
or antenna groups.

The example of FIG. 16 illustrated in association with the
embodiment 5-1 may also be applied to perform channel
sounding when antenna selection is applied according to this
embodiment. In this case, it can be assumed that in the
example of FIG. 16 that detailed SRS transmission configu-
rations have been limited to (physical) transmission antennas
that are in a turn-on state when specific transmission antennas
are used in the case where antenna or antenna group selection
for a series of data transmissions is applied. In this case, the
UE may perform channel sounding by turning on/off the
transmission antennas that have been set to a turn-off state in
a periodic manner or an event-triggered manner. That is,
when at least partial transmission antennas of the UE have
been set to a turn-off state, the UE may perform channel
sounding by temporarily turning the transmission antennas
on at intervals of a specific period or according to a specific
event while basically maintaining the turn-off state of the
transmission antennas. For example, the UE may perform
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channel sounding of a partial or entire system band for all
(physical) transmission antennas by turning on all (or partial)
(physical) transmission antennas of the UE during a duration
B at intervals of a duration A. To accomplish this, a turn-on
precoder may be applied to an SRS transmission symbol
during the duration B and a turn-off precoder may be applied
to an SRS transmission symbol at a subsequent duration. The
duration A corresponds to a channel sounding transmission
period applied to the antennas that are in a turn-on state. Here,
the duration A may be set to be longer than the channel
sounding transmission period set for the antennas that are in
a turn-on state. Specifically, the duration A may be set to a
multiple of the channel sounding transmission period set for
the antennas that are in a turn-on state. In the case where
channel sounding through the duration B is performed in an
event-triggered manner (for example, through [.1/1.2 control
signaling), the duration A may not be separately defined/
signaled.

In combination with this method, it is possible to apply a
method of temporarily releasing the selection mode to allow
all (physical) transmission antennas of the UE to be applied
for transmission of data transmission symbols. It is also pos-
sible to prevent the occurrence of turn-on/off transition of
power amplifiers and/or signal amplifiers at boundaries
between data transmission symbols and SRS transmission
symbols in a subframe by turning on all (or partial) (physical)
transmission antennas through UE-specific RRC signaling,
UE-specific [L1/1.2 control signaling or UE-specific UL grant
PDCCH transmission by a cell or an eNode B in the case
where an antenna turn-oft state has been achieved through a
power control mechanism. In this scheme, the durations A
and B may be directly defined as a time and may also be set in
units of subframes, each corresponding to, for example, 1 ms,
or in units of radio frames, each corresponding to, for
example, 10 ms.

In another scheme, in the case where the eNode B desires
to perform measurement for checking whether or not channel
states of all (physical) transmission antennas of the UE have
changed in an event-triggered manner, the eNode B may
make an instruction to perform channel sound of all (or par-
tial) (physical) transmission antennas during a preset duration
or an explicitly or implicitly signaled duration (for example,
the duration B) through [.1/1.2 control signaling (for example,
through a UL grant PDCCH, a power control PDCCH, or a
dedicated PDCCH, or the like). In the case where channel
sounding is performed during the duration B, each precoder
for a data transmission symbol may be specified as a precoder
other than an antenna turn-on/off precoder. This event-trig-
gered signaling may also be specified as UE-specific RRC
signaling. This event-triggered scheme may be implemented
by specifying a precoder in a Ul grant DCI format using a
precoder of a data transmission symbol while being tied with
reconfiguration of detailed SRS transmission configurations.

Inthis scheme, in the case where precoding is applied to an
SRS and a precoder in a UL grant is specified not only using
a precoder of a data transmission symbol but also using a
precoder of an SRS transmission symbol, antenna turn-on/off
of (physical) transmission antennas that transmit SRSs may
be naturally implemented in a code book. Of course, the
suggestions of this embodiment may also be applied in the
case where an SRS is precoded.

A variety of information for channel sounding may be
dynamically or non-dynamically signaled in the above
embodiment 1-5 of the present invention. For example, in the
present invention, information for channel sounding may be
signaled in a UE-specific or a UE-group-specific manner
through [.1/1.2 control signaling. More specifically, informa-
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tion for channel sounding may be transmitted from the eNode
B (orrelay) to the UE through a conventional PDCCH defined
in the LTE system, a separately defined PDCCH, or through a
control channel separately defined for signaling the informa-
tion for channel sounding. In the case where the information
for channel sounding is transmitted from the eNode B (or
relay) to the UE through a separately defined PDCCH, an
RNTT for an SRS may be defined or a DCI format may be
separately defined. [L1/L.2 control signaling for an SRS may
be performed at a preset time (for example, a period or offset)
ormay be performed in an event-triggered manner. In the case
of a carrier aggregation system, [.1/[.2 control signal for
channel sounding may be performed for each downlink com-
ponent carrier set for the UE or may be performed only
through a specific downlink component carrier (for example,
through an anchor or primary DL component carrier). In this
case, anchor or primary component carriers may be set one by
one for each downlink component carrier group.

The information for channel sounding includes, but not
limited to, information for newly configuring (or initiating) or
releasing an SRS. For example, in the case where the eNode
B has transmitted an L1/L.2 control signaling signal (for
example, a PDCCH) having a specific format/content (for
example, a specific indicator) to the UE, the UE may start or
release SRS transmission after a preset time has elapsed after
the signaling is performed or after the UE has received the
L1/1.2 control signaling signal. The information for channel
sounding may include configuration information (SRS trans-
mission configuration information) required for SRS trans-
mission (for example, an offset, a period, and the like). When
the UE has newly received the SRS transmission configura-
tion information through the 1.1/1.2 control signaling, the UE
may override (or overwrite) preset configuration information
with the newly received SRS transmission configuration
information. Alternatively, while maintaining the preset con-
figuration information, the UE may perform channel sound-
ing using the newly received SRS transmission configuration
information only during a preset time or during a duration in
which a preset condition is satisfied. The information trans-
mitted through the SRS transmission configuration informa-
tion may include entire or partial information required to
perform channel sounding. The detailed content included in
the SRS transmission configuration information may set in
various manners depending on the type of signaling, the time
of' signaling, the cause of signaling, and the like. Specifically,
the SRS transmission configuration information may include,
but not limited to, at least part of the SRS configuration
parameters of the LTE described above with reference to FIG.
5 and various parameters that are newly defined or are
required to implement the embodiment 1-5.

FIG. 17 illustrates an eNode B and a UE to which the
embodiments of the present invention may be applied.

As shown in FIG. 17, a wireless communication system
includes a Base Station (BS) (or eNode B) 110 and a User
Equipment (UE) 120. In downlink, a transmitter is a part of
the BS 110 and a receiver is a part of the UE 120. In uplink, a
transmitter is a part of the UE 120 and a receiver is a part of the
BS110. The BS 110 includes a processor 112, amemory 114,
and a Radio Frequency (RF) unit 116. The processor 112 may
be constructed so as to implement the procedures and/or
methods suggested in the present invention. The memory 114
is connected to the processor 112 and stores various informa-
tion associated with operations of the processor 112. The RF
unit 116 is connected to the processor 112 and transmits or
receives a wireless signal. The UE 120 includes a processor
122, a memory 124, and an RF unit 126. The processor 122
may be constructed so as to implement the procedures and/or
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methods suggested in the present invention. The memory 124
is connected to the processor 122 and stores various informa-
tion associated with operations of the processor 122. The RF
unit 126 is connected to the processor 122 and transmits or
receives a wireless signal. The BS 110 and/or the UE 120 may
include a single antenna or multiple antennas.

The above embodiments are provided by combining com-
ponents and features of the present invention in specific
forms. The components or features of the present invention
should be considered optional unless explicitly stated other-
wise. The components or features may be implemented with-
out being combined with other components or features. The
embodiments of the present invention may also be provided
by combining some of the components and/or features. The
order of the operations described above in the embodiments
of the present invention may be changed. Some components
or features of one embodiment may be included in another
embodiment or may be replaced with corresponding compo-
nents or features of another embodiment. It will be apparent
that claims which are not explicitly dependent on each other
can be combined to provide an embodiment or new claims
can be added through amendment after this application is
filed.

The embodiments of the present invention have been
described focusing mainly on the data communication rela-
tionship between a UE (or terminal) and a Base Station (BS)
(or eNode B). Specific operations which have been described
as being performed by the BS may also be performed by an
upper node as needed. That is, it will be apparent to those
skilled in the art that the BS or any other network node may
perform various operations for communication with termi-
nals in a network including a number of network nodes
including BSs. The term “base station (BS)” may be replaced
with another term such as “fixed station”, “Node B”, “eNode
B (eNB)”, or “access point”. The term “terminal” may also be
replaced with another term such as “user equipment (UE)”,
“mobile station (MS)”, or “mobile subscriber station (MSS)”.

The embodiments of the present invention can be imple-
mented by hardware, firmware, software, or any combination
thereof. In the case where the present invention is imple-
mented by hardware, an embodiment of the present invention
may be implemented by one or more application specific
integrated circuits (ASICs), digital signal processors (DSPs),
digital signal processing devices (DSPDs), programmable
logic devices (PLDs), field programmable gate arrays (FP-
GAs), processors, controllers, microcontrollers, micropro-
cessors, or the like.

In the case where the present invention is implemented by
firmware or software, the embodiments of the present inven-
tion may be implemented in the form of modules, processes,
functions, or the like which perform the features or operations
described above. Software code can be stored in a memory
unit so as to be executed by a processor. The memory unit may
be located inside or outside the processor and can communi-
cate data with the processor through a variety of known
means.

Those skilled in the art will appreciate that the present
invention may be embodied in other specific forms than those
set forth herein without departing from the spirit of the
present invention. The above description is therefore to be
construed in all aspects as illustrative and not restrictive. The
scope of the invention should be determined by reasonable
interpretation of the appended claims and all changes coming
within the equivalency range of the invention are intended to
be embraced in the scope of the invention.

INDUSTRIAL APPLICABILITY

The present invention is applicable to a wireless commu-
nication system. Specifically, the present invention is appli-
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cable to a channel sounding method using a plurality of anten-
nas and an apparatus for the same.

The invention claimed is:
1. A method of transmitting sounding reference signals ata
user equipment (UE) in a wireless communication system,
the method comprising:
generating, by the UE, sounding reference sequences for
multiple antenna ports, each of the generated sounding
reference sequences being defined using a base
sequence number and a respective one of cyclic shift
values for the multiple antenna ports;
mapping, by the UE, each of the generated sounding ref-
erence sequences to resource elements of a correspond-
ing antenna port on a single carrier frequency division
multiple access SC-FDMA symbol of a subframe; and

transmitting, by the UE, the mapped sounding reference
sequences for the multiple antenna ports within the SC-
FDMA symbol of the subframe,

wherein one of the cyclic shift values for the multiple
antenna ports is specified using a signaled value, and one
or more remaining ones of the cyclic shift values for the
multiple antenna ports are specified using one or more
offsets and the signaled value, and

wherein some of the generated sounding reference

sequences are mapped to a first set of every two resource
elements for a first group of the multiple antenna ports,
and the others of the generated sounding reference
sequences are mapped to a second set of every two
resource elements for a second group of the multiple
antenna ports, the second set being different from the
first set.

2. The method of claim 1, wherein the SC-FDMA symbol
is a last SC-FDMA symbol of the subframe.

3. A method of processing sounding reference signals at a
base station (BS) in a wireless communication system, the
method comprising:

receiving, by the BS, sounding reference sequences for

multiple antenna ports of a user equipment UE on
resource elements of a single carrier frequency division
multiple access SC-FDMA symbol of a subframe, each
of the received sounding reference sequences being
defined using a base sequence number and a respective
one of cyclic shift values for the multiple antenna ports;
and

de-mapping, by the BS, each of the received sounding

reference sequences from the resource elements of a
corresponding antenna port on the SC-FDMA symbol of
the subframe,

wherein one of the cyclic shift values for the multiple

antenna ports is specified using a signaled value, and one
or more remaining ones of the cyclic shift values for the
multiple antenna ports are specified using one or more
offsets and the signaled value, and

wherein some of the received sounding reference

sequences are mapped to a first set of every two resource
elements for a first group of the multiple antenna ports,
and sounding reference sequences are mapped to a sec-
ond set of every two resource elements for a second
group of the multiple antenna ports, the second set being
different from the first set.

4. The method of claim 3, wherein the SC-FDMA symbol
is a last SC-FDMA symbol of the subframe.
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5. A user equipment (UE) used for a wireless communica-
tion system, the UE comprising:
a radio frequency (RF) unit; and
a processor configured to:
generate sounding reference sequences for multiple
antenna ports, each of the generated sounding refer-
ence sequences being defined using a base sequence
number and a respective one of cyclic shift values for
the multiple antenna ports,
map each of the generated sounding reference sequences
to resource elements of a corresponding antenna port
on a single carrier frequency division multiple access
SC-FDMA symbol of a subframe, and
transmit the mapped sounding reference sequences for
the multiple antenna ports within the SC-FDMA sym-
bol of the subframe,
wherein one of the cyclic shift values for the multiple
antenna ports is specified using a signaled value, and one
or more remaining ones of the cyclic shift values for the
multiple antenna ports are specified using one or more
offsets and the explicitly signaled value, and
wherein some of the generated sounding reference
sequences are mapped to a first set of every two resource
elements for a first group of the multiple antenna ports,
and the others of the generated sounding reference
sequences are mapped to a second set of every two
resource elements for a second group of the multiple
antenna ports, the second set being different from the
first set.
6. The UE of claim 5, wherein the SC-FDMA symbol is a
last SC-FDMA symbol of the subframe.
7. A base station BS used for a wireless communication
system, the communication apparatus comprising:
a radio frequency (RF) unit; and
a processor configured to:
receive sounding reference sequences for multiple
antenna ports of a user equipment UE on resource
elements of a single carrier frequency division mul-
tiple access (SC-FDMA) symbol of a subframe, each
of the received sounding reference sequences being
defined using a base sequence number and a respec-
tive one of cyclic shift values for the multiple antenna
ports, and
de-map each of the received sounding reference
sequences from the resource elements of a corre-
sponding antenna port on the SC-FDMA symbol of
the subframe,
wherein one of the cyclic shift values for the multiple
antennas ports is specified using a signaled value, and
one or more remaining ones of the cyclic shift values for
the multiple antenna ports are specified using one or
more offsets and the signaled value, and
wherein some of the received sounding reference
sequences are mapped to a first set of every two resource
elements for a first group of the multiple antenna ports,
and sounding reference sequences are mapped to a sec-
ond set of every two resource elements for a second
group of the multiple antenna ports, the second set being
different from the first set.
8. The BS of claim 7, wherein the SC-FDMA symbol is a
last SC-FDMA symbol of the subframe.
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